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ACCESSING YOUR VEHICLE

Smart Key
H Type A H Type B

ONET051259N ONE1052034N
B Type C B Type D

ONE1051260N ONET1052035N

Your electric vehicle uses a Smart Key, which you can use to lock or unlock the driver
and passenger doors, the charging door or the rear tailgate.

1. Door lock

. Door unlock

. Tailgate open/close

Panic

. Remote Start

. Charging door open/close
Forward / Backward (if equipped)

No o hswN



Locking your vehicle

ONE105100415

To lock your vehicle using the door
handle button or the Smart Key:

1. Make sure all doors, the hood and the
tailgate are closed.

2. Press the Door Lock button (1) on the
Smart Key. The hazard warning lights
will blink with an alarm, and the doors
will be locked.

3. In addition, pushing the button on
the door handle (the engraved part)
while keeping the smart key will lock
all doors.

M Electric type (if equipped)

ONE1051003

To lock your vehicle using the door
handle touch sensor or the Smart Key:

1.

Make sure all doors, the hood and the
tailgate are closed.

2. Press the Door Lock button (1) on

the Smart key. The hazard warning
lights will blink with an alarm, and the
handles will retract back.

In addition, touching the touch sensor
on the door handle (the engraved
part) while keeping the smart key will
lock all doors and let the door handle
to retract back.
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ﬂ Information

The side view mirror will fold if
‘Enable on Door Unlock’ is selected
from the Settings menu in the
infotainment system screen. Select:

- Setup — Vehicle Settings —
Convenience — Welcome Mirror —
Enable on Door Unlock

* The door handle touch sensor will only
operate when the smart key is within
0.7~1 m (28~40 in.) from the outside
door handle.

* Touching the door handle touch sensor
does not unlock the doors. To unlock
the doors, refer to the following page.

Note that you cannot lock your vehicle
using the door handle touch sensor if any
of the following occur:

* The Smart Key is in the vehicle.

» The Start/Stop button is in ACC or ON
position.

* Any of the doors are open except for
the tailgate.

PN WARNING

Do not leave the Smart Key in your
vehicle with unsupervised children.
Unattended children could press the
Start/ Stop button and may operate
power windows or other controls, or
even make the vehicle move, which
could result in serious injury or death.

5-6

ﬂ Information

To fold/unfold the rearview mirror
simultaneously when the door is locked/
unlocked, select ‘Settings — Vehicle

— Convenience — Welcome Mirror

— Enable on Door Unlock’ in the
infotainment screen.

¢ The door handle button will only
operate when the smart key is within
0.7~1 m (28~40 in.) from the outside
door handle. Other people can also
open the doors without the smart key in
possession.

» After unlocking the doors, the doors
will lock automatically after 30 seconds
unless a door is opened.

For detailed information, refer to the

separately supplied infotainment system
manual.



Unlocking your vehicle

ONE105100415

To unlock your vehicle using the door
handle button or the Smart Key:

1. Make sure you have the smart key in
your possession.

2. Pushing the button on the door
handle(engraved part) or press the
Door Unlock button (2) on the smart
key. All doors handles will be unlocked
and the hazard warning lights will
blink twice.

3. After unlocking the doors, the doors

will automictically re-lock after 30
seconds unless a door is opened.

M Electric type (if equipped)

ONE1051004

When you release the Two Press Unlock
function

To unlock your vehicle using the door
handle touch sensor or the Smart Key:

1. Make sure you have the smart key in
your possession.

2. Touch the touch sensor on the door
handle(engraved part) or press the
Door Unlock button (2) on the smart
key. All door handles will pop out and
the doors will be unlocked and the
hazard warning lights will blink and
the chime will sound.

3. After unlocking the doors, the doors
will automatically re-lock after 30
seconds unless a door is opened.

5-7
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When you set the Two Press Unlock
function

1. Make sure you have the smart key in
your possession.

2. Touch the touch sensor on the door
handle(engraved part) or press the
Door Unlock button (2) on the smart
key. The driver’s door handle will
pop out and the driver’s door will be
unlocked.

3. Touch the touch sensor on the door
handle(engraved part) or press the
Door Unlock button (2) on the smart
key within 4 seconds again. All door
handles will pop out and the doors will
be unlocked and the hazard warning
lights will blink twice and the chime
will sound.

4. After unlocking the doors, the doors
will automatically re-lock after 30
seconds unless a door is opened.

5-8

Two Press Unlock Feature

The priority for unlocking the driver door
only, or unlocking all the doors with

one press may be adjusted in the User
Settings menu in the LCD cluster display.

The Two Press Unlock feature, when
enabled, will require the user to press
the door unlock button once for driver
door only and twice for unlocking all the
doors.

Select or Deselect the Two Press Unlock
Feature in the User Settings menu in the
LCD cluster display. The option can be
found under the following menu:

USER SETTINGS » DOOR -»TWO PRESS
UNLOCK

The Two Press Unlock Feature can also
be enabled or disabled by pressing
the door lock and unlock buttons
simultaneously on the Key FOB:

Press and hold both the DOOR LOCK
button and the DOOR UNLOCK button
simultaneously until the hazard warning
lights blink.

This will enable or disable the Two Press
Unlock feature. Repeat this procedure to
enable/disable the mode again.
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ﬂ Information

The side view mirror will unfold if
‘Enable on Door Unlock’ is selected
from the Settings menu in the
infotainment system screen. Select:

- Setup — Vehicle Settings —
Convenience — Welcome Mirror —
Enable on Door Unlock

* The door handle touch sensor will only
operate when the smart key is within
0.7~1 m (28~40 in.) from the outside
door handle.

* The doors may lock or unlock if the
touch sensor of the outer door handle is
recognized while washing your car or
due to heavy rain.

* To prevent unintentional door lock or
unlock:

Press the lock button on the smart

key and immediately press the unlock
button along with the lock button

for more than 4 seconds. The hazard
warning lights will blink four times.
At this time, the doors will not lock or
unlock even though the touch sensor is
touched on the outside door handle.

To deactivate the function, press the
door lock or unlock button on the
smart key.

* The doors may not lock or unlock in
the following situations.
- If the touch sensor is touched with
gloves on

- If the door is suddenly approached

n Information

During a car wash or rain, in order to
minimize unintentional operation of the
touch sensor, the touch sensor may become
insensitive. This is not a malfunction.

Opening the tailgate
To open the tailgate:

1. Make sure you have the smart key in
your possession.

2. Press the tailgate open/close button
(3) on the vehicle or press and hold
the Tailgate handle switch on the
smart key for more than one second.
The hazard warning lights will blink
two times and the tailgate will open.

n Information

The tailgate open/close button will only
operate when the smart key is within 0.7
m (28 in.) from the tailgate.
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Remotely opening and closing the
charging door

To open charging door remotely:

Press the Charging Door Open/Close
button (4) for more than one second,
or press the charging door open/close
button in the vehicle while carrying the
smart key.

To close the charging door:

Press the Charging Door Open/Close
button (4) for more than a second while
the door is open, or press the charging
door open/close button in the vehicle
while carrying the smart key when the
charging door is opened.

Remotely initiating electricity
charging

To remotely start charging the vehicle:
Press the charging door open/close
button in the smart key while the

charging connector is connected to the
vehicle.

For more details, refer to “Charging
Electric Vehicle” section in chapter 1.

Remotely starting vehicle

You can start the vehicle using the
Remote Start button (5) on the smart key.

To start the vehicle remotely:

1.

Press the door lock button on the
smart key within 10 m (32 feet) from
the vehicle.

. Press the Remote Start button (5) for

more than 2 seconds within 4 seconds
after pressing the door lock button.

. The hazard warning lights will blink

and the vehicle will start.

. To turn off the remote start function,

press the Remote Start button (5)
once.

n Information

The vehicle must be in P (Park) for the
remote start function to start.

The vehicle turns off if you get on the
vehicle without a registered smart key.

The vehicle turns off if you do not get
on the vehicle within 10 minutes after
remotely starting the vehicle.

The Remote Start button (5) may not
operate if the smart key is not within
10 m (32 feet).

The vehicle will not remotely start if the
vehicle hood or tailgate is opened.
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Remotely moving vehicle forward or
backward (if equipped)

With the smart key, the driver can move
the vehicle forward or backward using
the Forward or Backward button (6, 7) on
the smart key.

For more details, refer to “Remote
Smart Parking Assist (RSPA)” section in
chapter 7.

Start-up

You can start the vehicle without
inserting the key.

For more details, refer to the “Start/
Stop Button” section in chapter 6.

ﬂ Information

If the smart key is not moved for some
time, the detection function for smart key
operation will pause. Lift the smart key to
activate the detection again.

To prevent damaging the smart key:

- Keep the smart key in a cool,
dry place to avoid damage or
malfunction. Exposure to moisture
or high temperature may cause
the internal circuit of the smart key
to malfunction which may not be
covered under warranty.

« Avoid dropping or throwing the
smart key.

» Protect the smart key from extreme
temperatures.

Mechanical key

If the Smart Key does not operate
normally, you can lock or unlock the
driver’s door by using the mechanical
key.

To remove the mechanical key from the
smart key FOB:

OFE048007

1. Press the mechanical key and remove
it from the smart key FOB.

2. Move the release lever in the direction
of the arrow (1) and then remove
the mechanical key (2). Insert the
mechanical key into the key hole on
the door.

To reinstall the mechanical key, put
the key into the hole and push it until
a click sound is heard.

Loss of a smart key

A maximum of three Smart Keys can
be registered to a single vehicle. If
you happen to lose your smart key,

it is recommended that you should
immediately take the vehicle and
remaining keys to your authorized
HYUNDAI dealer or tow the vehicle, if
necessary.
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Smart key precautions

The smart key may not work if any of the
following occur:

« The smart key is close to a radio
transmitter such as a radio station or
an airport which can interfere with
normal operation of the transmitter.

« The smart key is near a mobile two
way radio system or a mobile phone.

« Another vehicle’s smart key is being
operated close to your vehicle.

If the smart key does not work correctly,
open and close the door with the
mechanical key. If you have a problem
with the smart key, contact an authorized
HYUNDAI dealer.

If the smart key is in close proximity to
your mobile phone, the signal could be
blocked by your mobile phone’s normal
operational signals. This is specifically
relevant when the phone is active such
as making and receiving calls, text
messaging, and/or sending/receiving
emails. When possible, avoid keeping the
smart key and your mobile phone in the
same location such as a pants or jacket
pocket in order to avoid interference
between the two devices.

ﬂ Information

Changes or modifications not expressly
approved by the party responsible

for compliance could void the user’s
authority to operate the equipment. If the
keyless entry system is inoperative due

to changes or modifications not expressly
approved by the party responsible for
compliance, it will not be covered by your
manufacturer’s vehicle warranty.

ﬂ Information

This device complies with Industry
Canada RSS-210 standard.

Operation is subject to the following three
conditions:

1. This device may not cause harmful
interference, and

. This device must accept any
interference received, including
interference that may cause undesired
operation.

. Changes or modifications not expressly
approved by the party responsible
for compliance could void the user’s
authority to operate the device.

+ Keep the smart key away from
electromagnetic materials that
blocks electromagnetic waves to the
key surface.

« Always have the smart key with
you when leaving the vehicle. If the
smart key is left near the vehicle, the
vehicle battery may be discharged.

N

w
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Battery replacement

If the Smart Key is not working properly,
try replacing the battery with a new one.

Battery Type: CR2032
To replace the battery:

OFE048009

If the Smart Key is not working properly,
try replacing the battery with a new one.

ODNB8059266

Battery Type: CR2032

To replace the battery:

1. Remove the mechanical key.

2. Use a slim tool to pry open the rear
cover of the smart key.

3. Remove the old battery and insert the
new battery. Make sure the battery
position is correct.

4. Reinstall the rear cover of the smart
key.

If you suspect your smart key might have

sustained some damage, or you feel

your smart key is not working correctly,

contact an authorized HYUNDAI dealer.

PN warNING

THIS PRODUCT CONTAINS A BUTTON
BATTERY.

If swallowed, a lithium button battery
can cause severe or fatal injuries within
2 hours. Keep batteries out of reach of
children.

If you think batteries may have been
swallowed or placed inside any part
of the body, seek immediate medical
attention.

ﬂ Information
An inappropriately disposed
battery can be harmful to
the environment and human
health. Dispose of the battery
according to your local law(s) or
regulations.

PN waRNING

This device complies with Industry
Canada licence-exempt RSS
standard(s).

Operation is subject to the following
two conditions: (1) this device may not
cause interference, and (2) this device
must accept any interference, including
interference that may cause undesired
operation of the device.

5-13



Convenience Features

Immobilizer system

The immobilizer system helps protect
your vehicle from theft. If an improperly
coded key (or other device) is used, the
vehicle is disabled.

When the Start/Stop button is pressed to
the ON position, the immobilizer system
indicator should come on briefly, then
go off. If the indicator starts to blink, the
system does not recognize the coding of
the key.

Press the Start/Stop button to the OFF
position, then press the Start/Stop
button to the ON position again.

In some circumstances, the vehicle may
not recognize your smart key if another
smart key device is nearby or a metal
object such as a key chain is causing
interference with the smart key.

If this occurs, your vehicle may not

start. Remove any metal objects or
additional keys near the smart key before
attempting to start the vehicle again.

If the system repeatedly does not
recognize the coding of the key, contact
an authorized HYUNDAI dealer.

Do not attempt to alter this system
or add other devices to it. Electrical
problems could result that may make
your vehicle inoperable.

PN waRNING

In order to prevent theft of your
vehicle, do not leave spare keys
anywhere in your vehicle. Your
immobilizer password is a customer
unique password and should be kept
confidential.

The transponder in your key is an
important part of the immobilizer
system. It is designed to give years

of trouble-free service, however you
should avoid exposure to moisture,
static electricity and rough handling.
Immobilizer system malfunction could
occur.

n Information

This device complies with Industry
Canada RSS-210 standard.

Operation is subject to the following three
conditions:

1. This device may not cause harmful
interference, and

2. This device must accept any
interference received, including
interference that may cause undesired
operation.

3. Changes or modifications not expressly
approved by the party responsible
for compliance could void the user’s
authority to operate the device.
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DOOR LOCKS

Operating Door Unlocks from
Outside the Vehicle (Manual
type)

Smart key

ONE1051010L

Push the button on the front outside
door handle (the engraved part) while
carrying the Smart Key with you, all
doors will unlock.

The hazard warning lights will blink twice
and chime also sounds twice.

Once the doors are unlocked, when press
the front of the door handle (1) then rear
of the door handle will pop out (2).

Pull the outside door handle to open the
door.

Operating Door Unlocks from
Outside the Vehicle (Electric
type) (if equipped)

Smart key

Approach unlock system

The outside door handle will slide out
and the doors will unlock when the driver
approaches the vehicle possessing the
smart key.

The driver can activate/deactivate
the “Approach unlock” system on the
infotainment screen.

To activate Approach unlock system for
only the driver’s seat, select ‘Settings

- Vehicle » Door » Remote power

door open - Unlock all doors’ in the
infotainment system screen.

To activate Approach unlock system,
select ‘Settings - Vehicle » Door

- activate approach unlock’ in the
infotainment system. The outside door
handle will slide out and the door will
unlock when the driver approaches

the vehicle possessing the smart

key. If Approaching unlock system

is deactivated, the door handle will

not slide out even when the driver
approaches to the vehicle with the smart
key. To unlock doors when Approach
unlock system is deactivated, touch the
lock/unlock sensor(engraved part) on the
handle.
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ONE1051010. ONE1051010.
« When the “Approach unlock” is « When the “Approach unlock” is
activated : deactivated : The handle does not
- If you approach (within 1 m) the slide out even when you approach
driver or front passenger’s door with the smart key in possession. The
handle possessing the smart key, door_s are unlocked if you press t_he
the outside door handles slide out outside handle as the handles slide
and the doors are unlocked. In this out.
case, Hazard Warning Flasher blinks » The doors will lock automatically
twice and chime also sounds twice. and the handles will slide in after 30
- After first approach, the vehicle seconds unless a door is opened.
tries detecting the smart key
every 5 seconds and if the key is o :
not detected, the doors will lock Informaiflon_ .
automatically and the handles will In emergency situations, such as battery is
slide in. dead, the outside electric door handle can

still be operated in a way that the outside
manual door handle operate.
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Operating Door Locks from
Outside the Vehicle (Manual
type)

Smart key

ONE1051004LF

Push the button on the front outside
door handle (the engraved part) while
carrying the Smart Key with you, all
doors will lock.

The hazard warning lights will blink and
chime also sounds once.

Push the door to close.

Operating Door Locks from
Outside the Vehicle (Electric
type) (if equipped)

Smart key

ONET1051013!

When all doors are closed, touch the
touch sensor on the front outside door
handle (the engraved part) while carrying
the Smart Key with you, outside door
handle will return and doors will be
locked.

The hazard warning lights will blink and
chime also sounds once.
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If the door is locked/unlocked
multiple times in rapid succession
with the smart key, door lock button
or door lock switch, the system
may stop operating temporarily in
order to protect the circuit. Also,
the “Approach unlock” system may
not operate. Try operation after a
sufficient time in case the system
does not operate due to multiple
operations.

“Approach unlock” system is not
operated continuously. Retry after a
certain period of time when all the
doors are closed.

n Information

In cold and wet climates, door lock
and door mechanisms may not work
properly due to freezing conditions.

If the door is locked/unlocked multiple
times in rapid succession with either
the vehicle key or door lock switch, the
system may stop operating temporarily
in order to protect the circuit and
prevent damage to system components.

When washing the vehicle
- Self car wash

Keep the door locked with the outside
door handle closed.

To keep the door unlocked, push
back the outside door handle by
hand. This function prevents the door
handle from being damaged, and the
door handle pops out again when the
unlock button is pressed.

- Auto car wash

Keep the door locked with the outside
door handle closed.

If the Smart Key is not in the vehicle,
turn off the vehicle and stay the
Smart Key away at least 2 m (78

in.) from the vehicle to prevent the
outside door handle operates.

Digital key (if equipped)
Refer to ‘HYUNDAI digital key’ of this

chapter to lock or unlock the door from
outside vehicle with digital key.

Pull the outside door handle to open the
door after unlocking the door. Push the
door to close.

Mechanical key

|
ONE1051015:

Press the front part (1) of the door
handle to pull out the rear part of the
door handle. While keep pressing the
front part of the door handle, insert the
mechanical key to the lock.

To lock the door, turn the key toward the
front (left side) of the vehicle. To unlock,
turn the key toward the rear (right side)
of the vehicle.

Do not apply excessive force on the
door and door handle. It may damage
the door and door handle.

The mechanical key only locks/unlocks
the driver’s door handle. For more
detail, refer to ‘In case of an emergency’
in this chapter.

n Information

When the door handle or the keyhole
freeze and do not open, lightly tap or
indirectly warm (for example, hand
temperature) the keyhole.



05

Operating Door Lock/Unlock
from Inside the Vehicle
With the door handle

e

Front door

If the inner door handle is pulled when
the door is locked, the door will unlock
and open.

Rear door

If the inner door handle is pulled once
when the door is locked, the door will
unlock. If the inner door handle is pulled
once more, the door will open.

If any door is opened, the doors will not
lock even though the central door lock
switch is pressed.

ﬂ Information

If a power door lock ever fails to function
while you are in the vehicle try one or
more of the following techniques to exit:

* Operate the door unlock feature
repeatedly (both electronic and
manual) while simultaneously pulling
on the door handle.

* Operate the other door locks and
handles, front and rear.

* Lower a front window and use the
mechanical key to unlock the door from
outside.

With the central door lock switch

4
7y 4
//
~ONE1051017

Driver’s and front passenger’s door

The driver’s and front passenger’s door
armrest is equipped with a central door
lock switch. The lock switch is indicated
by a (& symbol. The unlock switch is
indicated by a (7} symbol.

When the lock switch (1) is pressed (door
indicator light ON), all the vehicle doors
will lock.

When the unlock switch (2) is pressed, all
the vehicle doors will unlock.

If any door is open, the doors will not
lock even though the lock switch (1) is
pressed.

If the smart key is in the vehicle and the
front door is opened, the central door
lock button (1) cannot lock the doors.
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In case of an emergency

ONE1051019K:

In case of emergency such as when the
battery is discharged, the only way to
lock the door(s) is with the mechanical
key from the outside key hole.

Doors without an outside key hole can be
locked as follows:

1. Open the door.

2. Insert the key into the emergency
door lock hole and turn the key to the
lock position.

3. Close the door securely.

n Information

If the electrical power door lock switch
does not operate (ex. dead car battery) and
the tailgate is closed, you will not be able
to open the tailgate until power is restored.

PN warNING

« The doors should always be fully
closed and locked while the
vehicle is in motion. If the doors
are unlocked, the risk of being
thrown from the vehicle in a crashis
increased.

« Do not pull the inner door handle of
the driver’s or passenger’s door while
the vehicle is moving.
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PN waRNING

Do not leave the elderly, children or
animals unattended in your vehicle. An
enclosed vehicle can become extremely
hot, causing death or serious injury

to the elderly, unattended children

or animals who cannot escape from
the vehicle. Children might operate
features of the vehicle that could injure
them, or they could encounter other
harm, possibly from someone gaining
entry to the vehicle.

PN warNING

Always secure your vehicle.

Leaving your vehicle unlocked increases
the potential risk to you or others from
someone hiding in your vehicle.

To secure your vehicle, while
depressing the brake, shift the gear

to the P (Park) position, engage the
parking brake, and press the Start/
Stop button to the OFF position, close
all windows, lock all doors, and always
take the key with you.

VN cauTioN

Opening a door when something is
approaching may cause damage or
injury. Be careful when opening doors
and watch for vehicles, motorcycles,
bicycles or pedestrians approaching the
vehicle in the path of the door.

PN waRNING

If you stay in the vehicle for a long time
while the weather is very hot or cold,
there are risks of injuries or danger to
life. Do not lock the vehicle from the
outside when someone is in the vehicle.



Automatic Door Lock and Unlock
Features

Your vehicle is equipped with features
that will automatically lock or unlock
your vehicle based on settings you select
in the infotainment system screen.

Auto LOCK Enable on speed

When this feature is set in the
infotainment system screen, all the doors
will be locked automatically when the
vehicle exceeds 15 km/h (9 mph).

Auto LOCK Enable on shift

When this feature is set in the
infotainment system screen, all the doors
will be locked automatically when the
vehicle is shifted out of P (Park) while the
vehicle is running.

Auto UNLOCK On Shiftto P

When this feature is set in the
infotainment system screen, all the doors
will be unlocked automatically when the
vehicle is shifted back into P (Park) while
the vehicle is running.

Auto UNLOCK Vehicle off

When this feature is set in the
infotainment system screen, all the doors
will be unlocked automatically when the
vehicle is turned off.

For detailed information, refer to the
separately supplied infotainment
system manual.

Additional unlock safety feature air
bag deployment

As an additional safety feature, all doors
will be automatically unlocked when an
impact causes the air bags to deploy.

Electronic Child Safety Lock

O.NE‘IOS‘IA
When the electronic child safety lock
button is pressed and the indicator

light on the button illuminates, the rear

doors cannot be opened from inside the
vehicle.

» The rear door window cannot be
opened or closed while the electronic
child safety lock button is in the LOCK
position (indicator light ON).

For more details, refer to “Windows”
section in this chapter.

« Electronic child safety lock does not
automatically turn on unless the driver
presses the electronic child safety
lock button.

« If 3 minutes passes after the Start/
Stop button is pressed to the OFF
or ACC, the indicator on the button
turns off, and the driver cannot turn
off electronic child safety lock by
pressing the button. To turn off the
function, press the Start/Stop button
to the ON position, and then press the
electronic child safety lock button.

« |f the power is supplied again after
removing the battery or battery is
discharged while the electronic child
safety lock button is in the LOCK
position, press the button once more
to match the state of the indicator on
the electronic child safety lock button
and actual status of the electronic
child safety lock function.
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« |f the airbag is activated while the
electronic child safety lock button
is in the LOCK position (indicator
light ON), the rear doors will unlock
automatically.

« Vehicles equipped with the electronic
child safety lock feature is not
provided with a manual child safety
lock.

PN waRNING

If children accidentally opens the rear
door while the vehicle is in motion, they
could fall out of the vehicle. Electronic
child safety lock should always be used
whenever children are in the vehicle.

Child safety lock failure

Child safety lock failure

B

ONE1051205L

When electronic child safety lock does
not work even though the button is
pressed, the message will be displayed
and an alarm will sound. If this occurs,
have the vehicle inspected by an
authorized HYUNDAI dealer.
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Safe Exit Assist (if equipped with
electronic child safety lock)

Safe Exit Assist helps prevent the rear
occupant from opening the rear door.
When an approaching vehicle from the
rear area is detected after the vehicle
stops, the rear doors will not unlock even
when the driver tries to unlock the rear
doors using the electronic child safety
lock button.

For more details, refer to “Safe Exit
Assist (SEA)” section in chapter 7.



Vehicle Auto-Shut Off Function

If you forget to turn off the vehicle that
EV Drivable for a period of time, Vehicle
Shuts Off automatically to prevent waste
electric power.

Operating Conditions

Vehicle Auto-Shut Off timer activates
when the following conditions are met

» Not Auto-Shut Off timer reset
condition

Vehicle is not EV ready state(Only
Ignition On) or the utility mode on

Gear Shift Other than P
Steped on the brake pedal of the
accelerator pedal

Fastened driver’s seat belt and
passenger’s seat belt

Passenger " s seat is occupied

The vehicle moves(vehicle speed is
above 3 km/h (2 mph))

When Auto-Shut Off timer is left
10minutes, the user setting mode
pops up in the instrument cluster.
And you can check the time left. If
you push the ‘OK’ button, Auto-Shut
off timer is reset.

Vehicle will be turned off
automatically in:

23:27

OK|: Reset

ODN8A059340
« Head unitis not updating

» Outside of vehicle charging connector
engaged or outside V2L used

+ If you want to deactivate auto-shut
off function during inside V2L, use the
Utility mode

System Operation

If the system is satisfied operating
conditions after 90 minutes, vehicle shut
off automatically.
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THEFT-ALARM SYSTEM

This system helps to protect your vehicle
and valuables. The horn will sound and
the hazard warning lights will blink
continuously if any of the following
occur:

- Adoor is opened without using the
smart key.

- The tailgate is opened without using
the smart key.

- The vehicle hood is opened.

The alarm continues for 30 seconds, then
the system resets. To turn off the alarm,
unlock the doors with the smart key.

The Theft Alarm System automatically
sets 30 seconds after you lock the

doors and the tailgate. For the system

to activate, you must lock the doors and
the tailgate from outside the vehicle with
the smart key or by touching the touch
sensor or pressing the button on the
outside door handle with the smart key
in your possession.

The hazard warning lights will blink and
the chime will sound once to indicate the
system is armed.

Once the security system is set, opening
any door, the tailgate, or the hood
without using the smart key will cause
the alarm to activate.

The Theft Alarm System will not set if the
hood, the tailgate, or any door is not fully
closed. If the system will not set, check
the hood, the tailgate, or the doors are
fully closed.

Do not attempt to alter this system or
add other devices to it.
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ﬂ Information

Do not lock the doors until all
passengers have left the vehicle. If the
remaining passenger leaves the vehicle
when the system is armed, the alarm
will be activated.

If the vehicle is not disarmed with the
smart key, open the doors by using the
mechanical key and start the vehicle by
directly pressing the Start/Stop button
with the smart key.

If the system is disarmed by unlocking
the vehicle, but neither a door or the
tailgate is opened within 30 seconds, the
doors will relock and the system will
rearm automatically.
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INTEGRATED MEMORY SYSTEM (IF EQUIPPED)
Storing Memory Positions

L
ONE1051023

Integrated Memory System for the
driver’s seat is provided to store and
recall the following memory settings with
a simple button operation.

Driver’s seat position

Side view mirror position
Head-Up Display (HUD) : display
mode, position, AR matching
adjustment (if equipped)

PN waRNING

Never attempt to operate the
integrated memory system while the
vehicle is moving.

This could result in loss of control, and

an accident causing death, serious
injury, or property damage.

ﬂ Information

If the battery is disconnected, the
memory settings will be erased.

If integrated memory system does not
operate normally, have the system
inspected by an authorized HYUNDAI
dealer.

1.

Shift to P (Park) while the Start/Stop
button is in the ON position.

. Adjust the driver’s seat position, side

view mirror position, and head-up
display height to the desired position.

. Hold the button (1 or 2). The system

will beep once and notify you ‘Driver
1 (or 2) settings saved’ will appear on
the infotainment screen.

Recalling Memory Positions

1.

Shift to P (Park) while the Start/Stop
button is in the ON position.

. Press the desired memory button

(10r 2). The system will beep once,
and then the driver’s seat position,
side view mirror position, and head-
up display height will automatically
adjust to the stored positions.

. ‘Driver 1 (or 2) settings applied’ will

appear on the infotainment screen.

ﬂ Information

In order to adjust the memory button
(2) while adjusting the memory button
(1), press the memory button (1) to
pause the adjustment of (1), then press
memory button (2).

If you adjust the seat, rearview mirror,
head-up display while recalling the
stored positions, the manually adjusted
settings will be applied.
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Resetting the System

Take the following procedures to reset
integrated memory system, when it does
not operate properly.

Resetting integrated memory

system

1. Stop the vehicle and open the driver’s
door with the Start/Stop button in the
ON position and the vehicle shifted to
P (Park).

2. Adjust the driver’s seat and seatback
to the foremost position.

3. Press the memory button 1 (or 2)
and push forward the driver’s seat
movement switch over 2 seconds
simultaneously.

While resetting integrated memory
system

1. Resetting starts with a notification
sound.

2. The driver’s seat and seatback is
adjusted to the rearward position with
the notification sound.

3. The driver’s seat and seatback is
re-adjusted to the default position
(central position) with the notification
sound.

However, in the following cases, the
resetting procedure and the notification
sound may stop.

« The memory button is pressed.
« The seat control switch is operated.
- The gear is shifted out of P (Park).

» The driving speed exceeds 2 mph
(3 km/h).

« The driver’s door is closed.
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While integrated memory system
is being reset, if the resetting

and notification sound stops
incompletely, restart the resetting
procedure again.

Make sure that there is no objects
around the driver’s seat in advance
of resetting the integrated memory
system.

After resetting the integrated
memory system, the adjustment for
the driver seat must be stored again
to recall the memory position.



Seat Easy Access

Seat easy access will move the driver’s
seat and steering wheel automatically as
follows:

Exiting the vehicle:

The driver’s seat will move as follows
when the Start/Stop button is in the
OFF position with the gear in P (Park)
and the driver’s door open.

- Driver seat: Moves rearward
depending on the distance selected
from the Settings menu in the
infotainment system.

However, the driver’s seat may not
move rearward if there is not enough
space between the driver’s seat and
the rear seats.

Entering the vehicle:

The driver’s seat will move as follows
when the Start/Stop button is pressed
to the ACC, ON or START position

or while carrying the smart key, the
driver’s door is closed with the Start/
Stop button in the OFF position.

- Driver seat: Moves back to its
original position.

You can set the Seat Easy Access
function from the Settings menu
in the infotainment system screen.
Select:

- Driver seat

Setup = Vehicle Settings - Seat »
Seating Easy Access - Driver Seat
Easy Access » Normal/Extended/Off

For detailed information, refer to the
separately supplied infotainment
system manual.
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MEMORY SEAT CONFIGURATIONS (IF EQUIPPED)

Memory seat configurations for the
seats are provided to store and recall the
following memory settings with a simple
operation on the infotainment system.

PN waRNING

Never attempt to operate the
integrated memory system while the
vehicle is moving.

This could result in loss of control, and
an accident causing death, serious
injury, or property damage.

VN cauTion

The function requires a large amount of
electrical power. To prevent the battery
from discharging, refrain from using it
when the vehicle start switch is off.

« If the battery is disconnected, the
memory settings will be erased.

- Ifintegrated memory system does
not operate normally, have the
system inspected by an authorized
HYUNDAI dealer.

5-28

Storing memory positions

ONE1051250L

You can save the position of each seat

on the Infotainment system screen as

below.

1. Shift to P (Park) while the Start/Stop
button is in the ON position.

2. Touch the Memory seat configuration
icon in the infotainment home screen.

3. Adjust the each seat position with
arrow icons to the desired position on
the infotainment screen.

4. To save the each seat that desired
position, touch the ‘Save’ icon.

5. Select the one of the mode on the
infotainment screen. The mode that
selected will be saved.

Recalling Memory Positions

1. Shift to P (Park) while the Start/Stop
button is in the ON position.

2. Touch the desired memory mode icon
(1,2 or 3) and touch ‘Apply’ icon on the
infotainment screen.

3. The seats will automatically adjust to
the stored positions.

4. To stop working while recalling the
saved mode, touch ‘Stop’ icon on the
infotainment screen.
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STEERING WHEEL

Electric Power Steering (EPS)

The system assists you with steering the
vehicle. If the vehicle is turned off or

if the power steering system becomes
inoperative, you may still steer the
vehicle, but it will require increased
steering effort.

Should you notice any change in the
effort required to steer during normal
vehicle operation, have the system
checked by an authorized HYUNDAI
dealer.

VN caution

If Electric Power Steering does not
operate normally, the @l warning light
and the message ‘Check motor driven
power steering’ will illuminate on the
instrument cluster. You may steer the
vehicle, but it will require increased
steering efforts. take the vehicle to an
authorized HYUNDAI dealer and have

the system checked as soon as possible.

ﬂ Information

The following symptoms may occur during
normal vehicle operation:

* The steering effort may be high
immediately after pressing the Start/
Stop button to the ON position.

This happens as the system performs
the EPS system diagnostics. When the
diagnostics are completed, the steering
wheel effort will return to its normal
condition.

*  When the battery voltage is low, you
might have to put more steering effort.
However, it is a temporary condition so
that it will return to normal condition
after charging the battery.

* A click noise may be heard from the
EPS relay after the Start/Stop button is
in the ON or OFF position.

*  Motor noise may be heard when the
vehicle is at a stop or at a low driving
speed.

*  When you operate the steering wheel
in low temperatures, abnormal noise
may occur. If the temperature rises, the
noise will disappear. This is a normal
condition.

* When an error is detected from EPS,
the steering effort assist function will
not be activated in order to prevent
fatal accidents. Instrument cluster
warning lights may be on or the
steering effort may be high. If these
symptoms occur, drive the vehicle to
a safe area as soon as it is safe to do
so. Have the system checked by an
authorized HYUNDALI dealer as soon
as possible.
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Tilt/Telescopic Steering

When adjusting the steering wheel to a
comfortable position, adjust the steering
wheel so that it points toward your chest,
not toward your face. Make sure you can
see the instrument cluster warning lights
and gauges. After adjusting, push the
steering wheel both up and down to be
certain it is locked in position.

Always adjust the position of the steering
wheel before driving.

PN warNING

NEVER adjust the steering wheel while
driving. This may cause loss of vehicle
control resulting in an accident.

While adjusting the steering wheel
height, please do not push or pull it
hard since the fixture can be damaged.
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Manual adjustment

~_ONE105102%

To adjust the steering wheel angle and
height:

1. Pull down the lock-release lever (1).

2. Adjust the steering wheel to the
desired angle (2) and distance
forward/back (3).

3. Pull up the lock-release lever to lock
the steering wheel in place.

u Information

Sometimes the lock release lever may not
engage completely. This may occur when
the gears of the locking mechanism do not
completely mesh. If this occurs, pull down
on the lock-release lever, readjust the
steering wheel again, and then pull back
up on the release lever to lock the steering
wheel in place.



Horn

ONE1051025

To sound the horn, press the area
indicated by the horn symbol on your
steering wheel (see illustration). The
horn will operate only when this area is
pressed.

Do not strike the horn severely to
operate it, or hit it with your fist. Do not
press on the horn with a sharp-pointed
object.

Heated Steering Wheel
(if equipped)

M Infotainment system

ONE1031085L

While the vehicle is running, touch
Heating/Ventilation icon in the
infotainment home screen.

B Climate control panel

WARMER

N

al In

ONE1031081

Press WARMER in the front climate
control panel
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While the vehicle is running, touch the
heated steering wheel icon to warm the
steering wheel.

« To warm the steering wheel, touch
the heated steering wheel icon in the
Heating/Ventilation seats.

« Auto. Controls That Use Climate
Control Settings (for driver’s seat)

The heated steering wheel
automatically controls the steering
wheel temperature depending on
the ambient temperature when the
vehicle is running.

To use this function, it must be
enabled from the Settings menu in the
infotainment system screen.

Select:

- Setup » Vehicle Settings -» Seat »
Heated/Ventilated Features - Auto.
Controls That Use Climate Control
Settings » Heated steering wheel

For detailed information, refer to the
separately supplied infotainment
system manual.

« The heated steering wheel defaults
to the OFF position whenever the
Start/Stop button is pressed to
the ON position. However, if the
Auto. Controls That Use Climate
Control Settings function is ON, the
heated steering wheel will turn on
and off depending on the outside
temperature.
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Do not install any cover or accessory
on the steering wheel. The cover or
accessory could cause damage to the
heated steering wheel system.



MIRRORS

Inside Rearview Mirror

Before driving your vehicle, check to
see that your inside rearview mirror is
properly positioned. Adjust the rearview
mirror so that the view through the rear
window is properly centered.

PN waRNING

Make sure your line of sight is not
obstructed. Do not place objects in the
rear seat, cargo area, or behind the rear
head restraints which could interfere
with your vision through the rear
window.

PN waRrNING

To prevent serious injury during an
accident or deployment of the air bag,
do not modify the rearview mirror and
do not install a wide mirror.

PN warNING

NEVER adjust the mirror while driving.
This may cause loss of vehicle control
resulting in an accident.

When cleaning the mirror, use a paper
towel or similar material dampened
with glass cleaner. Do not spray glass
cleaner directly on the mirror as this
may cause the liquid cleaner to enter
the mirror housing.

Day/night rearview mirror
(if equipped)
e

L._ ONE10510261

Make this adjustment before you start
driving and while the day/night lever is in
the day position.

Pull the day/night lever towards you to
reduce glare from the headlamps of the
vehicles behind you during night driving.

Remember that you lose some rearview
clarity in the night position.
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Electric Chromic Mirror (ECM)
(if equipped)

L I
"I|"|I'i'1'

ONE1®51226I

Some vehicles come equipped with an
electrochromic mirror that helps control
glare while driving at night or under low
light driving conditions.

When the vehicle is running, the glare is
automatically controlled by the sensor
mounted in the rearview mirror. The
sensor detects the light level around the
vehicle, and automatically adjusts to
control the headlamp glare from vehicles
behind you.

Whenever the the gear is shifted to R
(Reverse), the mirror will automatically
go to the brightest setting in order to
improve the driver’s view behind the
vehicle.

[A] : Indicator
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Electrochromic mirror (ECM) with
Homelink® system (if equipped)
Your vehicle may be equipped with

a Gentex Automatic-Dimming Mirror
with an Integrated HomeLink® Wireless
Control System.

During nighttime driving, this feature
will automatically detect and reduce
rearview mirror glare. The HomeLink®
Universal Transceiver allows you to
activate your garage door(s), electric
gate, home lighting, etc.

it

ONE105126‘INI

(1) HomelLink Channel 1
(2) HomelLink Channel 2
(3) HomelLink Channel 3

(4) Garage Door Opener Status Indicator :
Closing or Closed

(5) HomelLink Operation Indicator

(6) Garage Door Opener Status Indicator :
Opening or Opened
(7) HomelLink User Interface Indicator
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Automatic-Dimming Night Vision Safety™
(NVS®) Mirror (if equipped)

The NVS® Mirror automatically reduces
glare by monitoring light levels in the
front and the rear of the vehicle. Any
object that obstructs either light sensor
will degrade the automatic dimming
control feature.

For more information regarding NVS®
mirrors and other applications, please
refer to the Gentex website:

www.gentex.com

Your mirror will automatically dim
upon detecting glare from the vehicles
traveling behind you.

The mirror defaults to the ON position
each time the vehicle is started.

Integrated HomeLink® Wireless Control
System

The HomelLink® Wireless Control System
provides a convenient way to replace

up to three hand held radio-frequency
transmitters used to activate compatible
devices such as gate operators, garage
door openers, entry door locks, security
systems, and home lighting.

HomelLink® operates while the ignition
switch is in the ACC or ON position

for safety reasons. It is to prevent
unintentional security problems from
happening when the vehicle is parked
outside the garage.

PN warNING

Before programming HomeLink® to a
garage door opener or gate operator,
make sure people and objects are out
of the way of the device to prevent
potential harm or damage. Do not

use the HomelLink® with any garage
door opener that lacks the safety

stop and reverse features required

by U.S. federal safety standards (this
includes any garage door opener model
manufactured before April 1,1982).

A garage door that cannot detect an
object - signaling the door to stop and
reverse - does not meet current U.S.
federal safety standards. Using a garage
door opener without these features
increases the risk of serious injury or
death.

For more information, contact
HomelLink® at www.homelink.com, or
call Home-Link customer support at
1-800-355-3515.

Itis also recommended that a new
battery be replaced in the handheld
transmitter of the device being trained
to HomelLink® for quicker training and
accurate transmission of the radio
frequency.
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1. Programming HomeLink®

The following steps show how to
program HomelLink. If you have any
questions or are having difficulty
programming your HomelLink buttons,
refer to the HomelLink website or call the
HomeLink customer support toll-free
number. Do this, before going back to

1) Programming Preparation

the dealer who sold you the car.

Visit the HomeLink website at: www.
homelink.com. Then at the top of the
page, choose your vehicle make. Then
watch the You Tube video, and/or

access additional website information.

If you choose to access the website
via your cell phone, scan the QR code.

ErEE
£
=]

Or, call HomelLink customer support
at 1-800-355-3515 (Please have the
vehicle make/model AND the opener
device make/model readily available.)

ONE1051262NI

. When programming a garage door

opener, it is advised to park the
vehicle outside of the garage.

. Itis recommended that a new battery

be placed in the handheld transmitter
of the device being programmed to
HomelLink for quicker training and
accurate transmission of the radio-
frequency signal.

. Place the ignition switch to the ACC

(Accessory) position for programming
of HomelLink.

2) Programming a New HomelLink®

ONE1051263NI

1. Press and release the HomelLink
button (1), (2) or (3), you would like
to program. The HomelLink indicator
light (7) will flash orange slowly (if
not, perform the steps of “Erasing
HomelLink Buttons” section, and start
over).
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2. Position the garage door opener

remote 1 - 3 inches (2 - 8cm) away
from the HomelLink buttons.

. While the HomelLink indicator light (7)
is flashing orange, press and hold the
hand-held remote button. Continue
pressing the handheld remote button
until the HomelLink indicator light (7)
light changes from orange to green.
You may now release the handheld
remote button.

. Wait until your garage door comes
to a complete stop, regardless of
position, before proceeding to the
next steps.

. Press and release the HomelLink
button you are programming and
observe the indicator light.

« If the indicator light remains solid
green, your device should operate
when the HomelLink button is
pressed. At this point, if your device
operates, programming is complete.

« If the indicator light rapidly
flashes green, firmly press, hold
for two seconds and release the
HomelLink button up to three times
in a row slowly to complete the
programming process. Do not press
the HomelLink button rapidly. At
this point if your device operates,
programming is complete. If the
device does not operate, continue
with step 6.

6. At the garage door opener motor,

(security gate motor, etc.) locate the
“Learn”, “Smart”, “Set” or “Program”
button. This can usually be found
where the hanging antenna wire is
attached to the motor-head unit (see
the device’s manual to identify this
button). The name and color of the
button may vary by manufacturer.

¥ ODL3A040504

% Aladder and/or second person may

7.

simplify the following steps.

Firmly press and release the “Learn”,
“Smart”, “Set” or “Program” button.
You now have up to 30 seconds in
which to complete the next step.

. Return to the vehicle and firmly press,

hold for two seconds and release,
the HomelLink button up to three
times in a row slowly. Do not press
the HomelLink button rapidly. As soon
as you see the garage door start to
move, stop pressing any buttons
until a few seconds after the garage
door has come to a complete stop,
regardless of position. At this point,
programming is complete and your
device should operate when the
HomelLink button is pressed and
released.
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3) Two-Way Communication
Programming (For select garage
door openers)

If your garage door opener has the
‘myQ’ logo on its side, your opener
likely has Two-Way Communication
capability. HomeLink has the capability
to establish Two-Way Communication
with your garage door opener. HomelLink
can receive and display “closing”

or “opening” status messages from
compatible garage door openers. At
any time, Home-Link can also recall
and display the last recorded status
communicated by the garage door
opener to indicate your garage door
being “closed” or “opened™.

To check if your garage door opener is
compatible with this feature, refer to
www.homelink.com/compatible/Two-
way-Communication. If your garage
door opener has this functionality, AND
the Two-Way Communication indicators
(4), (6) in the mirror appear while the
garage door is opening/closing, then

no further steps are needed. Two-Way
Communication Programming is already
complete. However, if your garage door
opener has this functionality, AND the
Two-Way Communication indicators (4),
(6) in the mirror DO NOT appear while
the garage door is opening/closing, use
the following instructions to enable this
functionality.

1. In your vehicle, press and hold the
programmed HomelLink button for 2
seconds, then release. Confirm that
the garage door is moving. AFTER it
stops, you will have one minute to
complete the following steps:

* A ladder and/or second person may
simplify the following steps.
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2. Onyour garage door opener in your
garage, locate the “Learn” button
(usually near where the hanging
antenna wire is attached to the garage
door opener). If there is difficulty
locating this button, reference the
device’s owner’s manual.

3. Press and release the “Learn” button.

4. Alight on your garage door opener
may flash, and your Two-Way
Communication indicators (4), (6) in
your vehicle may flash, confirming
completion of the process.

5. Return to the vehicle and firmly
press and release the programmed
HomelLink button to activate
your garage door. The Two-Way
Communication indicators (4), (6)
flash in orange when the door is
moving. Do not make any additional
button presses until AFTER the garage
door has come to a complete stop.

6. Your Two-Way Communication
programming is now complete.

ﬂ Information

If your garage door opener has Two-
Way Communication functionality,

it is possible for HomeLink to stop
functioning the garage door shortly
after initial programming, IF the Two-
Way Communication Programming
wasn’t properly completed. This

usually happens after the first 10 times
a programmed HomeLink button is
pressed. If you experience this, completing
the “Programming a New HomeLink
Button” and “Two-Way Communication
Programming” will restore door
operation.



4) Canadian Programming

Canadian radio-frequency laws require
transmitter remote signals to “time-
out” (or quit) after a couple seconds of
transmission, which may not be long
enough for HomelLink to pick up the
signal during programming.

If you live in Canada or you are having
difficulties programming a gate operator
or garage door opener by using the
programming procedures, replace
“Programming a New HomeLink Button”
step 3 with the following:

While the HomelLink indicator light (7)

is flashing orange, press and release
(“cycle”) your device’s handheld remote
every two seconds until the HomelLink
indicator light (7) changes from orange
to green. You may now release the hand-
held remote button. Then proceed with
“Programming a New HomeLink Button”
step 4.

2. Operating HomeLink®
1) Operating HomeLink®

R ——— lam
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1. Press and release the desired
programmed HomelLink button (1, 2
or 3).

n Information

The HomeLink indicator (7) should
light green, solid or flashing, and your
programmed device should operate.

If your device does not operate, the
HomeLink programming was not
successful, and you’ll need to reprogram
the button.
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2) Two-Way Communication Display
Behavior

1. Press and release one of the

or 3).

has Two-Way Communication
functionality.
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programmed HomelLink buttons (1, 2

ONE1051266NI

2. The indicator (4) and (6) operates as
below, if your garage door opener

« If the indicator (4) flashes in Orange,
it indicates that the garage door is
“Closing™.

- Theindicator (4) turns solid green
once the garage door has closed.

« If the indicator (6) flashes in Orange,
it indicates that the garage door is
“Opening™.

» The indicator (6) turns solid green
once the garage door has fully
opened.

« If the indicator (4) or (6) does not
turn to green, it indicates that the
last status of garage door was not
received properly. The HomeLink
mirror tries to receive the last known
status of the garage door for a few
seconds.

3) Recalling Garage Door Status

HomeLink mirror with Two-Way
Communication provides a way to view
the last stored message from the garage
door opener. In order to recall the last
known status of the last activated device,
press the buttons “1and 2” OR “2 and 3"
simultaneously.

« If the indicator (4) appears solid
Green, it indicates that the last
activated device was “closed”
properly.

« If the indicator (6) appears solid
Green, it indicates that the last
activated device was “open” properly.
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3. Erasing HomeLink® Buttons

1) Erasing and Reprogramming a
Single HomeLink® Button:

1. Press and hold the desired HomelLink
button you want to re-program. DO
NOT release the button.

2. The HomelLink indicator light (7) will
illuminate solid green. Release the
button as soon as the HomeLink
indicator light (7) begins to flash
orange, usually about 20 seconds.

3. Proceed with the steps in the
“Programming a New HomelLink
Button” section.

n Information

If you do not complete the re-
programming of a new device to the
button, it will revert to the previously
stored programming.

2) The following instructions will erase
ALL HomeLink® programming from

ONE1051267N1

1. Press and hold the buttons (1) and (3)
simultaneously

2. The Homelink indicator light (7) will
illuminate solid Orange for about 10
seconds

3. Release the buttons once the
HomelLink indicator light (7) changes
to Green and flashes rapidly

4. Now all three HomeLink buttons
(1), (2) and (3) are cleared of any
programming

ﬂ Information

HomeLink® and the HomeLink® House
logo are registered trademarks of Gentex
Corporation.

The myQ logo is a registered trademark of
The Chamberlain Group, Inc.
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FCC (USA) and ISED (Canada)

This device complies with FCC rules

part 15 and Innovation, Science, and
Economic Development Canada RSS-
210. Operation is subject to the following
two conditions: (1) This device may not
cause harmful interference, and (2) This
device must accept any interference that
may be received including interference
that may cause undesired operation.
WARNING: The transmitter has been
tested and complies with FCC and

ISED rules. Changes or modifications
not expressly approved by the party
responsible for compliance could void
the user’s authority to operate the
device.

This equipment complies with FCC

and ISED radiation exposure limits set
forth for an uncontrolled environment.
End Users must follow the specific
operating instructions for satisfying RF
exposure compliance. This transmitter
must be at least 20cm from the user and
must not be co-located or operating in
conjunction with any other antenna or
transmitter.

Cet appareil est conforme aux
reglements de la FCC, section 15, et

au CNR-210 d'Innovation, Sciences et
Dhveloppement économique Canada. Le
fonctionnement est assujetti aux deux
conditions suivantes : (1) cet appareil ne
doit pas causer d’interférences nuisibles
et (2) cet appareil doit accepter toute
interférence regue, y compris celle qui

pourrait entrainer un dysfonctionnement.

MISE EN GARDE : 'émetteur a subi des
tests et est conforme aux réglements
de la FCC et d'ISDE. Les changements
ou modifications non approuvés
explicitement par la partie responsable
de la conformité pourraient rendre
caduque l'autorisation de I'utilisateur de
se servir du dispositif.
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Cet appareil est conforme aux limites
d’exposition aux radiations de la FCC et
d’ISDE établies pour un environnement
non contrélé. Les utilisateurs finaux
doivent respecter les instructions
d'utilisation spécifiques pour satisfaire
aux exigences de conformité aux
expositions de RF. U'émetteur doit

se trouver a 20 cm au minimum de
I'utilisateur et ne doit pas étre situé au
méme endroit que tout autre émetteur
ou antenne ni fonctionner avec un autre
émetteur ou antenne.



HomeLink 5 Programing Flow Chart

" GDD: Garage Door Opener
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Side View Mirrors

ONE1051027

Your vehicle is equipped with both left-
hand and right-hand side view mirrors.
The mirrors can be adjusted remotely
with the mirror adjustment control
switch. The side view mirrors can be
folded to help prevent damage when
going through an automatic car wash or
when passing through a narrow street.

The right side view mirror is convex.
Objects seen in the mirror are closer than
they appear.

Use the inside side view mirror or look
back directly to determine the actual
distance of other vehicles prior to
changing lanes.

Make sure to adjust the side view mirrors
to your desired position before you begin
driving.

PN warNING

Do not adjust or fold the side view
mirrors while driving. This may cause
loss of vehicle control resulting in an
accident.
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Do not scrape ice off the mirror face;
this may damage the surface of the
glass.

If the mirror is jammed with ice, do
not adjust the mirror by force. Use
an approved de-icer (not radiator
antifreeze) spray, or a sponge or soft
cloth with very warm water, or move
the vehicle to a warm place and
allow the ice to melt.

Do not clean the mirror with harsh
abrasives, fuel or other petroleum
based cleaning products.



Adjusting the rearview mirrors

Adjusting the rearview mirrors:

1.

When the START/STOP button is in
the ACC, ON or START position, press
either the L (Left side) or R (Right side)
button (1) to select the rearview mirror
you would like to adjust.

Use the mirror adjustment control
switch (2) to position the selected
mirror up, down, left or right.

. After adjustment, move the lever (1)

to the middle to prevent inadvertent
adjustment.

The mirrors stop moving when

they reach the maximum adjusting
angles, but the motor continues to
operate while the switch is pressed.
Do not press the switch longer than
necessary, because this can damage
the motor.

Do not attempt to adjust the
rearview mirrors by hand, because
this can damage the motor.

Folding the rearview mirrors

@NEH0510291

Folding button
The rearview mirrors can be folded or

unfolded by pressing the button.

Infotainment system setting

Enable on door unlock

If ‘Setup - Vehicle Settings » Welcome
Mirror » Enable on Door Unlock’ is
selected from the Settings menu in
the infotainment system screen,

- The mirror will fold or unfold when
the door is locked or unlocked by
the smart key.

- The mirror will fold or unfold when
the door is locked or unlocked by
the touch sensor or button on the
outside door handle.

Enable on driver approach

If ‘Setup - Vehicle Settings »
Convenience » Welcome Mirror

- Enable on Driver Approach’ is
selected from the Settings menu in
the infotainment system screen, the
mirror will unfold when the vehicle
is approached with the smart key in
possession.

For detailed information, refer to the

separately supplied infotainment
system manual.
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n Information

For your safety, the sideview mirrors
cannot be folded automatically when
driving at a speed of 15 km/h (9 mph) or
faster.

The electric type sideview mirror
operates even though the Start/Stop
button is in the OFF position. However,
to prevent unnecessary battery
discharge, do not adjust the mirrors
longer than necessary while the vehicle
is not running.

Do not fold the electric type sideview
mirror by hand. It could cause motor
failure.
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Reverse Parking Aid (if equipped)

s 1 5 2 ONE1051030"

When the gear is shifted to the R

(Reverse) position, the side view lever(s)
will rotate downwards to aid with driving
in reverse.

The state of the side view mirror lever (1)
determines whether or not the mirrors
will move:

How it works

« Left/Right: When either the L (Left) or
R (Right) lever is selected, both side
view mirrors will move.

+ Neutral : When neither switch is

selected, the side view mirrors will not
move.

The side view mirrors will automatically
revert to their original positions if any of
the following occur:

« The Start/Stop button is pressed to
either the OFF position or the ACC
position.

« The gear is shifted to any position
except R (Reverse).

e The side view mirror adjustment
button is not selected.



05

Reverse parking aid user settings
mode

You may change the angle of the side
view mirror if it is difficult to see the rear
view with the basic downward mirror
angle provided when reversing.

When the vehicle is first delivered, the
set downward angle of the left and right
side view mirror are different to ensure
driver visibility.

1. Make sure the vehicle is stopped.

2. Depress the brake pedal and shift
the gear to R (Reverse). When L (Left)
or R (Right) button is pressed, both
side view mirror angle will move
downward to the basic set position.

3. Press either L or R button to select
the side view mirror you would like
to adjust. Then press “V, A, <, »”
switch to adjust the side view mirror
to the desired angle.

4. After adjusting the angle to save the
adjusted side view mirror angle, shift
the gear to another position other
than R (Reverse), or change the L and
R buttons to the neutral position (L
and R buttons are not pressed).

5. Set the other side view mirror
following the above procedure 1to 4.

Resetting reverse parking aid user settings
mode

To change the side view mirror angle
back to the basic angle, shift the gear to
R (Reverse), and adjust the mirror angle
higher than when the gear is in P (Park),
N (Neutral) and D (Drive).

When changing the angle of both side
view mirrors, it is recommended to
change the angle one side at a time
following the procedure 1to 4.
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DIGITAL CENTER MIRROR (DCM) (IF EQUIPPED)

The Digital Center Mirror is a system
that uses the camera on the rear of the
vehicle and displays its image on the
screen of the Digital Center Mirror. The
Digital Center Mirror allows the driver to
see the rear view despite obstructions,
such as the headrest or luggage,
ensuring rear visibility.

BWARNING

Failure to follow the warnings and
instructions for proper use of the
Digital Center Mirror could result in
serious accident.

- The Digital Center Mirroris a

convenience feature but it is not
a substitute for proper vehicle
operation. The system has areas
where objects cannot be viewed.
Check the blind spot of the Digital
Center Mirror before vehicle
operation. The driver is always
responsible for safe driving.

Do not operate the Digital Center
Mirror while driving. Doing so can
not be a distraction and it could
lose control of your vehicle and
cause an accident or serious injury.

Do not disassemble or modify the
Digital Center Mirror, the camera
unit or wirings. If you do, it may
result in accidents or fire. In case
you notice smoke or smell coming
from the Digital Center Mirror, stop
using the system immediately. See
an authorized HYUNDAI dealer for
servicing.
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Be sure to adjust the Digital Center
Mirror before driving.

- Switch the system to the
conventional rearview mirror
mode and be properly seated on
the driver’s seat. Then adjust the
mirror so as to see the rear window
properly.

- Push the lever all the way to
change to digital mirror mode and
adjust the display settings. Driving
without adjusting the mirror may
cause difficulty in watching the
display at the Digital Mirror mode
(camera view mode) due to the
reflection from the surface of the
mirror.

- As the range of the image display
by the Digital Center Mirror is
different from that of the optical
mirror, make sure to check this
difference before driving.



« If the Digital Center Mirror
malfunctions, immediately switch
the system to the conventional
rearview mirror mode.

« When strong light (for example,
sunlight or high beams from
following vehicles) enters the
camera, a light beam or a glaring
light may appear on the monitor
screen of the Digital Center Mirror.
In that case, switch the system to the
conventional rearview mirror mode
appropriately.

o e ~~~ ONE1052294N"

« If the cameralens (1) is dirty, the
displayed image may not be clear.
In this case, clean it with a soft cloth
dampened with water or a swab.
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System Component

1. lcon display area

Displays icons, adjusting Brightness & Tilt
2. Lever

Operate to change between digital mirror mode and optical mirror mode.
3. Menu button

Press to display the icon display area and select the item you want to adjust
(Brightness & Tilt).

4. Select/adjust button

Press to change the setting of the item you want to adjust.
5. Camera indicator

Indicates that the camera is operating normally.
6. HomelLink buttons

For the operation of the “HomeLink® Universal Transceiver”.
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How To Change the Mode

Ty

ONE1052296

The mode can be switched when the
switch is in the ON position.

1. Pull the mode select lever all the way
to switch to the Digital Center Mirror
mode (camera view mode).

% Displays an image of the area behind
the vehicle. In this mode, camera
indicator (6) is shown.

2. Push the mode select lever all the way
to switch to the optical inside rearview
mirror mode

% Turns off the display of the Digital
Center Mirror allows it to be used as
an optical mirror.

Adjusting the mirror height

"

ONE1052297
The height of the rearview mirror can be
adjusted to suit your driving posture.
Change to optical mirror mode, adjusting
the rearview mirror angle by moving it up
and down.
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Display Settings (Digital Mirror
Mode)

Settings of the display in the digital
mirror mode.

ONE1052298N"

1. Press the menu button (a). You can
adjust the brightness and the vertical
angle of the display.

Icons
display

@ Select to adjust the brightness
of the display.

e Select to adjust the display.

2. Press the menu button repeatedly and
select the item you want to adjust.

3. Press the button (b) or button (c) to
change the setting.

The icons will disappear if the button
is not operated for approximately 5
seconds or more.

* If the brightness of the Digital Center
Mirror is set too high, it may cause eye
strain.

Adjust the Digital Center Mirror to
and appropriate brightness. If your
eyes become tired, change to optical
mirror mode.
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To prevent the light sensors from
malfunctioning

To prevent the light sensors from
malfunctioning, do not touch or cover
them.

Digital mirror mode operating
condition

The START/STOP button is in the ON
position.

When the START/STOP button is
changed from ON position to OFF or ACC
position, the image will be disappeared.



When using the Digital Center Mirror
in digital mirror mode

When the liftgate is open, the Digital
Center Mirror image may not display
properly. Before driving, make sure
the liftgate is closed.

If the display is difficult to see due to
reflected light, close the sunshade for
the sunroof (if equipped).

Any of the following conditions may
occur when driving in the dark, such
as at night. None of them indicates
that the malfunction has occurred.

- Colors of objects in the displayed
image may differ their actual color.

- Depending on your physical
condition or age, it may take longer
than usual to focus on the displayed
image. In this case, change to
optical mirror mode.

- Do not let passengers stare at the
displayed image when the vehicle is
being driven, as doing so may cause
motion sickness.

When the system malfunctions

If the symbol shown in the illustration is
displayed when using the Digital Center
Mirror in digital mirror mode, the system
may be malfunctioning. The symbol will
disappear in a few seconds. Operate the
lever, change to optical mirror mode
and have the vehicle inspected by an
authorized HYUNDAI dealer.

VN caution

To prevent the Digital Center Mirror
from malfunctioning

« Do not use detergents, such as
thinner, benzene, and alcohol to
clean the mirror. They may dis color,
deteriorate or damage the mirror
surface.

« Do notremove, disassemble or
modify the mirror and camera.

« Do not allow an organic solvent,
vehicle wax, window cleaner or glass
coating to adhere to the camera. If
this happens, wipe it off as soon as
possible.
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*  When cleaning the camera lens, wipe
the camera lens with a damp soft
cloth.

- Do not strongly rub the camera lens,
as it may be scratched and will not be
able to transmit a clear image.

- Do not subject the camerato a
strong impact as this could cause
a malfunction. If this happens,
have the vehicle inspected by an
authorized HYUNDAI dealer as soon
as possible.

« Operating the system at the ON
position while the vehicle is not
running would cause discharging of
the battery.

« Do not attach an antenna of wireless
device near the Digital Center Mirror.
Electric wave from wireless device
may cause disturbed image in Digital
Center Mirror.

« Do not push buttons excessively
or operating the lever roughly may
cause a system failure or the Digital
Center Mirror itself to drop.

« Never rotate the body of Digital
Center Mirror by 90° or more. It may
damage the Digital Center Mirror. Do
not apply strong shocks to the body
of Digital Center Mirror. It may cause
a system failure.

- Ifitis difficult to see the Digital
Center Mirror display screen because
of a strong external light, switch the
mode to the conventional rearview
mirror mode for better use.
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Digital Center Mirror error icon and solution

If the high temp
icon is displayed
on the display

The Digital Center
Mirror is extremely
hot. (The display will
gradually become

Reducing the cabin temperature is
recommended to reduce the temperature of
the mirror. (The icon will disappear when the

ISt more dim. If the mirror becomes cool.)
temperature continues | If the icon does not disappear even though the
:F to increase, the Digital |mirror is cool, have the vehicle inspected by an
Center Mirror will turn | authorized HYUNDAI dealer.
off.)
If the display
icon[dhas " n
. Change to optical mirror mode and have the
?egwﬁghhe.d :T:]aﬁfiy:;fir:nmay 52 vehicle inspected by an authorized HYUNDAI
2 MICallS 9- dealer.

the display error
icon.
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WINDOWS

ONE1051032C
(1) Driver's door power window switch 4) Regr door (right) power window
(2) Front passenger’s door power switch
window switch (5) Window opening and closing
(3) Rear door (left) power window switch (6) Automatic power window

(7) Power window lock switch
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Power Windows

The Start/Stop button must be in the
ON position to be able to raise or lower
the windows. Each door has a Power
Window switch to control that door’s
window. The driver has a Power Window
Lock button which can block the
operation of rear passenger windows.
The power windows will operate for
approximately 3 minutes after the
Start/Stop button is in the ACC or OFF
position. However, if the front doors are
opened, the Power Windows will not
operate even within the 3 minute period.

Window opening and closing

ONE1051033
To open:

Press the window switch down to the
first detent position (5). Release the
switch when you want the window to
stop.

To close:

Pull the window switch up to the first
detent position (5). Release the window
switch when you want the window to
stop.

Auto up/down window

Pressing the power window switch
momentarily to the second detent
position (6) completely lowers or lifts
the window even when the switch is
released. To stop the window at the
desired position while the window is in
operation, pull up or press down and
release the switch.

BWARNING

- Do not leave the vehicle running
and the key in your vehicle with
unsupervised children. Unattended
children could operate the window,
which could result in serious injury.

« Do not extend your head, arms or any
other body parts or objects outside
the window while driving to avoid
serious injury.

Resetting the power windows

If the power windows do not operate
normally, the automatic power window
system must be reset as follows:

1. Press the Start/Stop button to the ON
position.

2. Close the window and continue
pulling up on the power window
switch for at least one second.

If the power windows do not operate
properly after resetting, have the system
inspected by an authorized HYUNDAI
dealer.

BWARNING

The automatic reverse feature doesn’t
activate while resetting the power
window system.Make sure body parts
or other objects are safely out of the
way before closing the windows to
avoid injuries or vehicle damage.
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Automatic reverse

OLF044032

If a window senses any obstacle while it
is closing automatically, it will stop and
lower approximately 30 cm (12 in.) to
allow the object to be cleared.

If the window detects the resistance
while the power window switch is
pulled up continuously, the window
will stop upward movement then lower
approximately 2.5 cm (1in.).

If the power window switch is pulled
up continuously again within 5 seconds
after the window is lowered by the
automatic window reverse feature,

the automatic window reverse will not
operate.

n Information

The automatic reverse feature is only
active when the “Auto Up” feature is used

by fully pulling up the switch to the second

detent.

PN WARNING

Make sure body parts or other objects
are safely out of the way before closing
the windows to avoid injuries or vehicle
damage.

Objects less than 4 mm (0.16 in.) in
diameter caught between the window
glass and the upper window channel
may not be detected by the automatic
reverse window and the window will
not stop and reverse direction.
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Power window lock button

oNE1051o|2Iol
The driver can disable the power window

switches on the rear passenger doors by
pressing the power window lock button.

When the power window lock button is
pressed:

« The rear passenger control will not
be able to operate the rear passenger
power window.

» Note that the front passenger control
is still able to operate the front
passenger window, and that the driver
master control can still operate all the
power windows.

aWARNING

Do not allow children to play with the
power windows. Keep the driver’s
door power window lock button in the
LOCK position. Serious injury or death
can result from unintentional window
operation by a child.

« To prevent possible damage to the
power window system, do not open
or close two windows or more at the
same time. This will also ensure the
longevity of the fuse.

* Never try to operate the main
switch on the driver’s door and the
individual door window switch in
opposite directions at the same time.
If this is done, the window will stop
and cannot be opened or closed.
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Remote window opening/closing
function (if equipped) ﬂ Information

The remote window opening/closing
function will be operated only with the
Safety Power Windows equipped.

* The remote window opening/closing
function may abruptly stop when you
move away from your vehicle during
operation. Stay in close proximity from
your vehicle, while monitoring the
window movement.

*  One of the windows may stop operating

when the window is interrupted by
ONE1051268N ONE1051034 certain force. However, the other
windows will keep operating. Make
sure that all windows are closed.

M Type A M Type B

M TypeC M Type D

» Please be aware that the doors unlock
when the windows are opened using the
remote window open/closing function.

BWARNING

Always double check to make

sure arms, hands, head and other
obstructions are safely out of the way
before using remote window closing
function.

ONE1051269N= ONE1051035

You can still control the window
movement with the vehicle turned off by
pressing the Door Lock button (1) or the
Door Unlock button (2).

» Press the door lock button for more
than 3 seconds. The doors will lock
and the windows will move up as long
as you press the door lock button.

» Press the door unlock button for more
than 3 seconds. The doors will unlock
and the windows will move down as
long as you press the door unlock
button.
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VISION ROOF (IF EQUIPPED)

/43 ONE1051036
If your vehicle is equipped with a vision

roof, you can slide open the power
sunshade and an all-glass roof appears.

Power sunshade

Use the power sunshade to block direct
sunlight coming through the vision roof
glass.
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The power sunshade can only be
operated when Start/Stop button isin
the ON or START position.

e Push the switch rearward, the power
sunshade automatically slides open.

« Push the vision roof switch forward,
the power sunshade automatically
closes.

To stop the power sunshade at any point,
push the switch in any direction.

n Information

The power sunshade can be operated
for approximately 3 minutes after the
Start/Stop button is in the ACC or OFF
position. However, if the front door

is open, the power sunshade cannot

be operated even within the 3 minute
period.

*  Wrinkles formed on the power
sunshade are normal due to material
characteristic.

BWARNING

» Adjust the power sunshade when
your vehicle stops. This could result
in loss of control and an accident
that may cause injury, or property
damage.

- Do not leave the vehicle running
and the key in your vehicle with
unsupervised children. Unattended
children could operate the power
sunshade, which could result in
injury.

« Do not sit on the top of the vehicle. It
may cause injury or vehicle damage.

Do not pull or push the power sunshade
by hand as such action may damage
the power sunshade or cause it to
malfunction.
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Automatic reversal

o
/e

If the power sunshade senses any
obstacle while it is closing automatically,
it will reverse direction then stop at a
certain position.

The auto reverse function may not

work if an object thin or soft is caught
between the sliding power sunshade and
vision roof sash.

BWARNING

Make sure heads, hands, arms or any
other body parts or objects are out of
the way before operating the power
sunshade . Body parts or objects may
get caught causing injuries or vehicle
damage.

« Never deliberately use your body
parts to test the automatic reversal
function. The power sunshade may
reverse direction, but there is a risk
of injury.

Do not continue to push the switch after
the power sunshade is fully opened or
closed. Damage to the power sunshade
motor could occur.
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Resetting the Vision Roof Vision roof resetting procedure:

1. Itis recommended to perform the
reset procedure with the vehicle in
the ready mode. Start the vehicle in P
(Park).

2. Make sure the power sunshade is in
the fully closed position. If the power
sunshade is open, push the switch
forward until the power sunshade and
is fully closed.

3. Release the switch when the power
sunshade is fully closed.

4. Push the switch forward until the

In some circumstances _resetting the power sunshade moves slightly. Then
power sunshade operation may need to release the switch.
be performed. Some instances where 5. Once again push and hold the switch

resetting the power sunshade may be

Y forward until the power sunshade
required include:

slides open and close. Do not release

+ When the 12-volt battery is either the switch until the operation is
disconnected or discharged completed.
« When the power sunshade fuse is If you release the switch during
replaced operation, start the procedure again
« If the power sunshade one-touch from step 2.
AUTO OPEN/CLOSE operation is not
functioning properly o Information

If the power sunshade is not reset when
the vehicle battery is disconnected or
discharged, or the power sunshade fuse
is blown, the power sunshade may not
operate normally.
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EXTERIOR FEATURES

Hood
Opening the hood

ONE1051041

1. Park the vehicle and set the parking
brake.

2. Pull the release lever to unlatch the

hood. The hood should pop open
slightly.

== ONEI051042-
3. Go to the front of the vehicle, raise
the hood slightly, push to the left the
secondary latch (1) inside of the hood
center and lift the hood (2).

Closing the hood

1. Before closing the hood, check in and
around the motor compartment to
ensure the following:

- Any tools or other loose objects are
removed from the motor room area
or hood opening area

- All glove, rags, or other
combustible material is removed
from the motor compartment

- Allfiller caps are tightly and
correctly installed

2. Lower the hood halfway (lifted
approximately 30 cm (12 in.) from the
closed position) and push down to
securely lock in place. Then double
check to be sure the hood is secure.

If the hood can be raised slightly, it is
not securely locked. Open it again and
close it with more force.

BWARNING

Before closing the hood, ensure

all obstructions are removed from
around the hood opening. The
hood will rise up or move down
automatically if the height is not
firmly adjusted. Be aware of the
damage caused by the unintended
hood movements.

Always double check to be sure that
the hood is firmly latched before
driving away. Check there is no
hood open warning light or message
displayed on the instrument cluster.
Driving with the hood opened may
cause a total loss of visibility, which
might result in an accident.

« Do not move the vehicle with the
hood in the raised position, as vision
is obstructed, which might result in
an accident, and the hood could fall
or be damaged.
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Front trunk
Opening the Front Trunk

« Open the hood

« Lift up the front trunk cover while
depressing the front trunk lever (1).

Closing the Front Trunk

Push down the front trunk cover to the
right position.

n Information

Available front trunk weight
* 2WD: 25 kg. (55 Ibs)
* AWD : 10 kg. (25 Ibs)

Available front trunk weight depends on
the specifications.

PN wARNING

« NEVER make an attempt to get inside
the front trunk. It will cause a fatal
injury.

« Before closing the hood, ensure
all obstructions are removed from
around the hood opening. The
hood will rise up or move down
automatically if the height is not
firmly adjusted. Be aware of the
damage caused by the unintended
hood movements.
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« Never store cigarette lighters,
propane cylinders, or other
flammable/explosive materials in
the vehicle. These items may catch
fire and/or explode if the vehicle
is exposed to hot temperatures for
extended periods.

u CAUTION

Do not exceed the luggage volume
capacity of the front trunk. The
overweighted front trunk can be
severely damaged.

- Do not store the fragile objects in the
front trunk.

« ALWAYS keep the front trunk cover
closed securely while driving. Items
inside your vehicle are moving as fast
as the vehicle. If you have to stop or
turn quickly, or if there is a crash, the
items can be damaged.

« Do not spray water in the front
trunk. Vehicle driving system may
get damaged since the front trunk
is located at the center of motor
compartment.

« Be careful when you store any liquid
in the front trunk. If liquid leak
outside the front trunk, it will cause a
damage to the electric devices in the
motor compartment.

« Do not press the front trunk cover
or place the objects on the front
trunk cover. It may be deformed or
damaged.

« When closing the front trunk cover,
be careful not to touch objects
inside the trunk. Loaded objects or
the front trunk may be deformed or
damaged and the front trunk cover
may be opened during driving due to
poor closing, resulting in joints and
damage.

To avoid possible theft, do not leave
valuables in the storage compartments.
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Power tailgate (if equipped)
Power tailgate operating conditions

The power tailgate operates when

the gear is in P (Park) with the vehicle
running. However, the power tailgate will
operate regardless of the gear position
when the vehicle is off. Also, the tailgate
can be opened only when vehicle speed
is below 3 km/h (1.8 mph).

For safety, before attempting to open or

close the tailgate, make sure the vehicle
isin P (Park).

BWARNING

Never leave children or animals
unattended in your vehicle. Children
may operate the power tailgate.
Doing so can result in injury to
themselves or others and can
damage the vehicle.

» Make sure that there are no people
or objects in the path of the power
tailgate or smart tailgate prior to
use. Serious injury, damage to the
vehicle or damage to surrounding
objects (for example, walls, ceilings,
vehicles, etc.) may result if contact
with the tailgate occurs.

= ONE1051286L'

Do not close or open the tailgate
manually. This may cause damage

to the power tailgate. If it is
necessary to close or open the
tailgate manually when the battery is
discharged or disconnected, do not
apply excessive force.

Do not operate the power tailgate
more than 10 times continuously
when the vehicle is not running. Use
the power tailgate with the vehicle
running when the power tailgate is
used repeatedly to prevent battery
discharge.

Do not leave the power tailgate open
for along period of time. This may
drain the battery.

Do not apply excessive force when
the power tailgate is operating.
Doing so could result in vehicle
damage.

)ONE1051206N

Do not grab or hold on to the tailgate
support struts at any time. Damage
to the tailgate support struts could
result. Deformation of the tailgate
support struts may cause vehicle
damage and personal injury may
occur.

Do not modify or repair any part

of the power tailgate by yourself.
This must be done by an authorized
HYUNDAI dealer.
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« Do not operate the power tailgate
under the following conditions. The
power tailgate may not operate
properly.

- One side of the vehicle is lifted to
inspect the vehicle or change a tire

- Parking on an uneven road such as
a slope, etc.

« Close the tailgate completely and
lock all doors and tailgate using the
central door lock button before using
an automatic car wash.

- Do not spray high pressure water
directly on the power tailgate
outside open/close button. The
tailgate may open unintentionally.

n Information

 If the tailgate is not fully closed and
vehicle speed is at or above 3 km/h (1.8
mph), a warning will sound 10 times.
Immediately park the vehicle at a safe
place, close the tailgate, and check
that the tailgate open warning on the
instrument cluster is turned off.

e In cold and wet climates, the outside
power tailgate open/close button may
not work properly due to freezing
conditions. If this occurs, remove the
ice before using the outside power
tailgate open/close button or use the
power tailgate open/close button on the
smart Key or the instrument panel.

* Operating the power tailgate more
than 5 times continuously could cause
damage to the operating motor. If
this occurs, the power tailgate will
not operate to prevent the motor
from overheating. If any of the power
tailgate buttons are pressed to try to
open the tailgate, the chime will sound
3 times, but the tailgate will remain
closed. Allow the power tailgate system
to cool for about 1 minute before
operating the system again.
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Operating the power tailgate

Power tailgate open/close button (Smart
key, Instrument panel)

H Type A

H Type B

ONE1051043 ONE1051044

@NE-‘IOS‘IOﬁS‘

When the tailgate is closed, press the
power tailgate open/close button for 1
second. The power tailgate opens with a
warning sound.

While the tailgate is opening, press the
button to stop tailgate operation.

When the power tailgate is opened, press
and hold the power tailgate open/close
button to close the tailgate. If you release
the button while the tailgate is closing,
power tailgate operation will stop with a
warning sound for 5 seconds.

Also, if the smart key is not within
operation range (approximately 10 m
(394 in.)) from the vehicle, power tailgate
operation will stop with a warning sound
for 5 seconds.
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Power tailgate open/close button (Outside
the power tailgate)

== _,; — ,.,':.,'.Q.:fb%d;te-i.j
When the tailgate is closed, press the

power tailgate open/close button (1) to
open the tailgate.

If the vehicle is locked, press the power
tailgate open/close button (1) with the
smart key in your possession.

If the tailgate is unlocked, the tailgate
will open or close with a warning sound
when the power tailgate open/close
button (1) is pressed without carrying the
smart key.

Power tailgate open/close button (Inside
the power tailgate)

o : %G'Né;ésf&;
Press the power tailgate open/close
button. The tailgate opens or closes with

a warning sound.
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Automatic reverse

During power tailgate operation if the
power tailgate senses any obstacle,
the tailgate will stop or will fully open.
The automatic reverse feature may
not operate properly, or it may operate
unexpectedly under the following
circumstances:

« The automatic reverse feature may
not detect the resistance if the
detected resistance is below a certain
level, or if the tailgate is almost fully
closed near the latched position.

« The automatic reverse feature may
operate if a strong impact is applied
with no obstructions placed.

PN wARNING

Never intentionally place any object

or part of your body in the path of

the power tailgate to make sure the
automatic reverse feature operates.
Serious injury, or damage to the vehicle
or object may occur.

ﬂ Information

The power tailgate may stop operating

if the automatic reverse feature operates
more than two times while attempting to
open or close the tailgate. If this occurs,
carefully open or close the tailgate
manually, and then after 30 seconds try to
operate the power tailgate automatically
again.
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Setting the power tailgate

To use each feature, you must select the
opening speed or opening height from

the settings menu. Deselect the settings
when you do not want to use the feature.

Power tailgate opening speed

To adjust the power tailgate speed,
select ‘Setup - Vehicle Settings » Door/
Tailgate » Power Tailgate Opening Speed
- Fast/Slow’ in the infotainment system.
(Default setting is ‘Fast’.)

Power tailgate opening height

To adjust the power tailgate opening
height, select ‘Setup - Vehicle Settings »
Door/Tailgate -» Power Tailgate Opening
Height - Full Open/Level 3/Level 2/Level
1/User Height Setting’ in the infotainment
system.

The infotainment system may change
after updates. See additional information
in supplied Infotainment Manual.
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User height setting Resetting the power tailgate

1. Position the tailgate manually to the In some circumstances resetting the
height you prefer. power tailgate operation may need to

2. Press the power tailgate open/close be performed. Some instances where
button located inside the tailgate for resetting the power tailgate may be
more than 3 seconds. required include:
If ‘User Height Setting’ is selected for * When the 12-volt battery is recharged
the power tailgate opening height, the « When the 12-volt battery is reinstalled
power tailgate will automatically open after removal or replacement
to the height manually set by you. «  When the related fuse is reinstalled

after removal or replacement

n Information

» If the power tailgate opening height
has not been manually set, the power
tailgate will fully open when ‘User
Height Setting’ from the infotainment
system is selected.

» If one of the height setting (Full Open/
Level 3/Level 2/Level 1) is selected from
the settings menu in the infotainment
system, and then ‘User Height Setting’
is selected, the tailgate will open to the

height manually set by you. . = OnEwsiosr
» The power tailgate opening speed 1. With the vehicle off or running, put

and opening height settings change the gear in P (Park).

according to the linked User Profile. 2. Press the power tailgate open/close

If the User Profile is changed, power inner button simultaneously until a

tailgate opening speed and opening chime sounds.

height settings will change accordingly. 3. Slowly close the tailgate manually.

4. Press the power tailgate open/close
outer button. The power tailgate will
open with a chime sound.

Wait until the tailgate fully opens to
complete resetting. If the tailgate
stops before it is fully open, resetting
cannot be completed.

ﬂ Information

If the power tailgate does not operate
properly after the above procedure, have
the system inspected by an authorized
HYUNDALI dealer.
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Emergency tailgate safety release

T
“ "~ ONE1051049N"

To unlock and open the tailgate manually
from inside the luggage compartment,
perform the following procedure:

1. Insert a long, flat object, such as a key
into the opening at the bottom of the
tailgate.

2. Slide the latch in the direction of the
arrow to unlock the tailgate.

3. Push the tailgate to open.

PN wARNING

- For emergencies, be fully aware
of the location of the emergency
tailgate safety release latch in the
vehicle and how to open the tailgate
if you are accidentally locked in the
luggage compartment.

« Noone, including animals, should
be allowed to occupy the luggage
compartment of the vehicle at any
time. The luggage compartment is a
very dangerous location in the event
of an accident.

« Use the release latch for
emergencies only. Use extreme
caution, especially while the vehicle
is in motion.
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Smart Tailgate (if equipped)

T e

y B N ONE10510508
On a vehicle equipped with a smart key,
the tailgate can be opened with hands-
free activation using the smart tailgate
system.
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Using smart tailgate

The hands-free smart tailgate system
can be opened automatically when the
following conditions are met:

» The smart tailgate option is enabled in
the Settings menu in the infotainment
system screen.

« The smart tailgate is activated and
ready 15 seconds after all the doors
are closed and locked.

» The smart tailgate will open when
the smart key is detected in the area
behind the vehicle for 3 seconds.

« When disconnecting the charging

connector, the smart tailgate is
activated.

n Information

The smart tailgate will NOT operate

when:

* Adoor is not locked or closed.

* The smart key is detected within
15 seconds from when the doors were
closed and locked.

* The smart key is detected within
15 seconds after the doors are closed
and locked, and within 1.5 m (60 in.)
from the front door handles. (for
vehicles equipped with Welcome
Mirror).

* The smart key is in the vehicle.

* The vehicle is on charge.

1. Settings

To use smart tailgate, it must be
enabled from the Settings menu in the
infotainment system screen. Select:

- Setup - Vehicle Settings » Door/
Tailgate - Smart Tailgate

For detailed information, refer to the
separately supplied infotainment
system manual.

2. Detect and Alert

The smart tailgate detecting area
extends approximately 50-100 cm
(20-40 in.) behind the vehicle. If you
are positioned in the detecting area
and are carrying the smart key, the
hazard warning lights will blink and
the chime will sound to alert you that
the smart tailgate will open.

n Information

Do not approach the detecting area if you
do not want the tailgate to open. If you
have unintentionally entered the detecting
area and the hazard warning lights and
chime starts to operate, move away from
the area behind the vehicle with the smart
key. The tailgate will remain closed.

3. Automatic opening

After the hazard warning lights blink
and the chime sounds 6 times, the
smart tailgate will open.
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Deactivating smart tailgate

H Type A H Type B

ONE1051051
1. Door lock
2. Door unlock
3. Tailgate open/close
4. Panic

ONE1051052

If you press any button on the smart key
during the Detect and Alert stage, the
smart tailgate will be deactivated.

Make sure to be aware of how to
deactivate the smart tailgate for
emergency situations.

e If you press the door unlock button
(2), the smart tailgate will be
deactivated temporarily. But, if you do
not open any door for 30 seconds, the
smart tailgate will be activated again.

= If you press the tailgate open button
(3) for more than 1 second, the tailgate
opens.

« The smart tailgate will still be
activated if you press the door lock
button (1) or tailgate open/close
button (3) on the smart key as long as
the smart tailgate is not already in the
Detect and Alert stage.

« In case you have deactivated the
smart tailgate by pressing the smart
key button and opened a door, the
smart tailgate can be activated again
by closing and locking all doors.
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Detecting area

The smart tailgate detecting area
extends approximately 50-100 cm
(20-40 in.) behind the vehicle. If you
are positioned in the detecting area
and are carrying the smart key, the
hazard warning lights will blink and
the chime will sound for about 3
seconds to alert you that the tailgate
will open.

The alert stops once the smart key is
moved outside of the detecting area
within the 3 second period.

n Information

Smart tailgate may not operate
properly if any of the following occur:

- The smart key is close to a radio
transmitter such as a radio station or
an airport which can interfere with
normal operation of the transmitter.

- The smart key is near a mobile two
way radio system or a mobile phone.

- Another vehicle’s smart key is being
operated close to your vehicle.

Smart tailgate detecting area may

change when:

- The vehicle is parked on an incline
or slope.

- One side of the vehicle is raised or
lowered relative to the opposite side.
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ELECTRIC CHARGING DOOR

@NE1QO11040i

The driver can open and close the
charging door with the following
methods:

« When the shift gear is in P (Park), push
the charging door to open/close

» Push the Close button located inner
part of the charging door

» Press the charging door button in the
smart key

» Use the Voice Recognition

- If the charging door does not open
because ice has formed around it,
tap lightly or push on the door to
break the ice and release the door.
If necessary, use hand temperature
to melt down the ice or move the
vehicle to a warm place and allow
the ice to melt. Do not pry on the
charging door or use unauthorized
tools to open the charging door.

« After closing the charging door, push
the door again to ensure that the
charging door is completely closed.

« Make sure that the charging door is
closed before driving the vehicle.
If the charging door is opened,
mechanical parts of the charging
door can be damaged.

« After closed the charging door, be
sure to check the warning light is off.

- After charging the vehicle, close
the charging inlet by the charging
inlet cover properly. If the charging
inlet cover is closed improperly, the
charging inlet and the charging door
can be damaged.

« Do not pry on the charging door
while the charging door is opening.
The charging door may stop moving.
Also, the electrical mechanism of the
charging door and its related parts
can be severely damaged.

« While washing the vehicle, do not
spray a high pressure water to the
charging door directly. The high
pressure can damage the charging
door.

B CAUTION

The charging door opens upwards.
Check the surrounding while the
charging door is open or close. Be
aware of your head or limbs from
being hit or stuck to the charging
door.

« Do not hold the hinge to prevent
damaging the charging door and
causing other accidents.

n Information

* The charging door automatically closes
when:

- The charging connector is
disconnected

- The door is opened and the charging
connector is not connected for a
certain period of time

- The gear is not in P (Park)

+ After replacing battery (12 volt), open
and close the charging door once to
check that the charging door automatic
opening mechanism is functioning
properly.

For more details, refer to “Charging
Electric Vehicle” section in chapter 1.
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AUGMENTED REALITY HUD (IF EQUIPPED)
Head-up display Settings

Head-up display

ONE1051214R

The Head-Up Display is an optional ONE1041053L
feature that allows the driver to view « Head-up display can be enabled
information projected onto a transparent from the Settings menu in the

screen while still keeping your eyes infotainment system screen. Select
safely on the road ahead while driving. either Augmented Reality (AR) mode
or Standard mode from:

- Setup - Vehicle » Head-Up Display
- Display mode » Augmented reality
mode / Standard mode

« After turning on the head-up display,
you can change the settings of
‘Display control’, ‘AR Matching
Adjustment’ (When AR mode is
selected) and ‘Content selection’ of
the Head-up display.

n Information

Standard mode is the basic setting for
Head-up display.

For detailed information, refer to the
separately supplied infotainment system
manual.
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Head-up display Information
AR mode display information

ONE1051217

ONE1051218

—_

Turn by Turn (TBT) navigation
information

. Traffic signs or speed limit information

. Speedometer information

. SCC set speed information

. SCC vehicle distance information

. Lane Following Assist information
Lane Safety information

. Blind-Spot Safety information

Highway Auto Speed Change
information

10. Highway Driving Assist information

1. Turn by turn (TBT) navigation
information (AR)

2. Lane Safety Information (AR)

© O NO UGN WN

—

. Front Vehicle indicator (AR) (if

Highway Lane Change Assist function
equipped)

. Leading Vehicle Departure Alert (AR)
. Highway Lane Change Assist

information (AR)

Standard mode display information

—_

© oo NO U~ WN

B:t:inititititir
@ 1 250m Namyang Street

ONE1051244

Turn by Turn (TBT) navigation
information

. Traffic information

. Speedometer information

. SCC set speed information

. SCC vehicle distance information
. Lane Following Assist information

Lane Safety information

. Blind-Spot Safety information

Highway Auto Speed Change
information

. Highway Driving Assist information
. Surrounding vehicle information

ﬂ Information

Standard Head-up display information
may not be consistent based on the
different system settings menu.
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Precautions while Using the
Head-up display
» It may sometimes be difficult to read

information on the Head-Up Display in
the following situations.

- The driver is improperly positioned
in the driver’s seat

- The driver wears polarizing-filter
sunglasses

- An object is located above the
head-up display cover

- The vehicle is driven on a wet road

- Any improper lighting accessory is
installed inside the vehicle, or there
is incoming light from outside of the
vehicle

- The driver wears glasses
- The driver wears contact lenses

When it is difficult to read the Head-
up display information, adjust the
image position, brightness level or
AR matching information from the
Settings menu in the infotainment
system screen.

« The AR mode display information may
be difficult to recognize when the
vehicle is driven under severe weather
condition, such as heavy rain, heavy
snow, low visibility, etc.

« Since the information displayed on
the head-up display partially overlaps
with the road ahead, you may feel
fatigue and discomfort while driving.
If you feel tired or uncomfortable,
adjust the image, and if the symptoms
persist, turn off the head-up display
before driving.

«  When the direct flash light or
sunlight hits the front windshield, a
warning message will appear. If the
temperature of the front windshield
keep rises, Head-up display will be
deactivated temporarily to protect
Head-up display from the high
temperature. When the temperature
drops, Head-up display will be
reactivated.
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« For your safety, make sure to stop the
vehicle before adjusting the settings.

« Do not tint the front windshield glass
or add other types of metallic coating.
Otherwise, the Head-Up Display
image may be invisible.

« Do not place any accessories on the
crash pad or attach any objects on the
windshield glass.

« When replacing the front windshield
glass, replace it with a windshield
glass designed for Head-Up Display
operation. Otherwise, duplicated
images may be displayed on the
windshield glass.

aWARNING

The warning information of Blind-
Spot Safety on the Head-Up Display
are supplemental. Do not solely
depend on them to change lanes.
Always take a look around before
changing lanes.

The driving route guidance display
in the augmented reality mode is an
auxiliary function. Be sure to check
the navigation screen together.

«  ALWAYS pay attention on the road
while driving when the Head-Up
Display is on.

n Information

Head-Up Display includes GPL, LGPL,
MPL and other open source license
softwares. All license notices including
related source code are provided at http://
www.mobis.co.kr/opensource/list.do.

If the driver requests on-board

software open source code via MOBIS _
OSSrequest@mobis.co.kr within 3 years
after buying this product, a CD-ROM or
other storage device will be sent with the
minimum cost covering storage device cost
and delivery cost.



LIGHTING

Exterior Lights
Lighting control
To operate the lights, turn the knob at

the end of the control lever to one of the
following positions:

= B’ D p

ONE1051056

1. OFF

2. AUTO headlamp
3. Parking lamp

4. Headlamp

Daytime Running Light (DRL)

The Daytime Running Lights (DRL) can
make it easier for others to see the front
of your vehicle during the day, especially
after dawn and before sunset.

The DRL system will turn the dedicated
lamp OFF when:

« The headlamps are ON.
« The parking brake is applied.
» The vehicle is turned off.

OFF

ONE1051271C

The parking lamp and headlamp will

be turned ON or OFF automatically
depending on the amount of daylight as
measured by the ambient light sensor on
the center dash when the parking brake
is not engaged.

The parking lamp and headlamp will
be turned OFF when the vehicle speed
is less than 5 kph and parking brake is
engaged.

N

AUTO headlamp

The position lamp and headlamp will

be turned ON or OFF automatically
depending on the amount of daylight as
measured by the ambient light sensor (1)
at the upper end of the windshield glass.

Even with the AUTO headlamp feature
in operation, it is recommended to
manually turn ON the headlamps when
driving at night or in a fog, driving in the
rain, or when you enter dark areas, such
as tunnels and parking facilities.
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Do not cover or spill anything on the
sensor (1) located at the upper end of
the windshield glass.

Do not clean the sensor using

a window cleaner, the cleanser
may leave a light film which could
interfere with sensor operation.

If your vehicle has window tint or
other types of metallic coating on
the front windshield, the AUTO
headlamp system may not work
properly.
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ONE1051058
Parking lamp (3pa2)

The Parking lamp, license plate lamp and
instrument panel lamp are turned ON.

ONE1051059

Headlamp (zD)

The headlamp, Parking lamp, license
plate lamp and instrument panel lamp
are turned ON.

n Information

The Start/Stop button must be in the ON
position to turn on the headlamp.
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High beam operation

Turn signals and lane change signals

ONE1051061

To turn on the high beam headlamp,
push the lever away from you. The lever
will return to its original position.

The high beam indicator will light when
the headlamp high beams are switched
on.

To turn off the high beam headlamp, pull

the lever towards you. The low beams
will turn on.

4 ONE1051060

To flash the high beam headlamp, pull
the lever towards you, then release the
lever. The high beams will remain ON as
long as you hold the lever towards you.

ONE1051062

To signal a turn, push down on the lever
for a left turn or up for a right turn in
position (A).

If an indicator stays on and does not flash
or if it flashes abnormally, one of the turn
signal bulbs may be burned out and will
require replacement.

One touch turn signal

To use One Touch Turn Signal push the
turn signal lever up or down to position
(B) and then release it.

The lane change signals will blink 3, 5 or
7 times.

You can enable the One Touch Turn
Signal function or choose the number

of blinking by selecting ‘Setup = Vehicle
Settings - Lights » One Touch Turn Signal
(or One-touch indicator) - 3 flashes/5
flashes/7 flashes/Off" in the infotainment
system screen.

For detailed information, refer to the
separately supplied infotainment
system manual.

5-79



Convenience Features

Battery saver function

The purpose of this feature is to prevent
the battery from being discharged.

The system automatically turns off the
Parking lamp when the driver turns the
vehicle off and opens the driver-side
door.

With this feature, the Parking lamps will
turn off automatically if the driver parks
on the side of road at night.

However, the Parking lamps stay ON
even when the driver-side door is
opened if the light headlamp switch is
turned to the Parking lamp or AUTO (if
equipped) position after the vehicle is
turned off.

If necessary, to keep the lamps on

turn the Parking lamps OFF and ON
again using the headlamp switch on
the steering column after the vehicle is
turned off.
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Headlamp delay function (if
equipped)

If the Start/Stop button is in the ACC
position or the OFF position with the
headlamps ON, the headlamps (and/

or Parking lamps) remain on for about

5 minutes. However, if the driver’s door
is opened and closed, the headlamps
are turned off after 15 seconds. Also,
with the vehicle off if the driver’s door is
opened and closed, the headlamps (and/
or Parking lamps) are turned off after 15
seconds.

The headlamps (and/or Parking lamps)
can be turned off by pressing the lock
button on the smart key twice or turning
the headlamp switch to the OFF or AUTO
position.

You can enable the headlamp delay
function by selecting ‘Setup - Vehicle
Settings - Lights » Headlight Delay (or
Headlight time-out)’ in the infotainment
system screen.

For detailed information, refer to the
separately supplied infotainment
system manual.

If the driver exits the vehicle through
another door besides the driver
door, the battery saver function
does not operate and the headlamp
delay function does not turn OFF
automatically.

This may cause the battery to
discharge. To avoid battery discharge,
turn OFF the headlamps manually from
the headlamp switch before exiting the
vehicle.



Interior Lights

PN wARNING

Do not use the interior lights when
driving in the dark. The interior lights
may obscure your view and cause an
accident.

Do not use the interior lights for
extended periods when the vehicle is

turned off or the battery will discharge.

Interior lamp AUTO cut

The interior lamps will automatically go
off approximately 20 minutes after the
vehicle is turned off and the doors are
closed. If a door is opened, the lamp
will go off 25 minutes after the vehicle
is turned off. If the doors are locked by
the smart key and the vehicle enters the
armed stage of the theft alarm system,
the lamps will go off five seconds later.

Front lamps

Front map lamp (.57 =)

Touch either icons to turn the map lamp
on or off. This light produces a spot
beam for convenient use as a map lamp
at night or as a personal lamp for the
driver and the front passenger.

Door lamp (%):

The front or rear room lamps come on
when the front or rear doors are opened.
When doors are unlocked by the smart
key, the front and rear lamps come on
for approximately 30 seconds as long as
any door is not opened. The front and
rear room lamps go out gradually after
approximately 30 seconds when the
door is closed. However, if the Start/Stop
button is in the ON position or all doors
are locked, the front and rear lamps will
turn off. If a door is opened with the
Start/Stop button in the ACC position

or the OFF position, the front and rear
lamps will stay on for about 5 minutes.

Room lamp (7)

Press the button to turn ON the room
lamp for the front/rear seats.

Mood lamp () (if equipped)

Press the button to turn On the mood
lamp. Press again to turn the lamp off.
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Rear lamps

Bl Room lamp (without vision roofS A :

B . ONEI051066

BRersenalllampl(withiVisionlroof)

e % (Room lamp) :
o X (Personal lamp) :

Press the button to turn the lamp on
or off.
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Vanity mirror lamp

OTM050200
Push the switch to turn the light on or off.
’/:| COl

The lamp will turn on if this button is
pressed.

Thé lamp will turn off if this button is
pressed.

Always have the switch in the off
position when the vanity mirror lamp
is not in use. If the sunvisor is closed
without the lamp off, it may discharge
the battery or damage the sunvisor.



Glove box lamp

ONE1051068N

The glove box lamp turns on for about 20

minutes when the glove box is opened.

Door mood lamp (if equipped)

ONE1091026

Door mood lamp

To set the brightness and the color of
the door mood lamp, select ‘Setup

- Vehicle Settings - Lights - Interior
mood lamp’

When driving at night or under low
light driving conditions, the sensors
detect the light level around the
vehicle and automatically adjust the
brightness of the mood lamp.

To set the automatic brightness
adjustment turn On/Off, select ‘Setup
- Vehicle Settings - Lights - Interior
Mood Lamp - Brightness control)’

There are different colors for different
drive modes.

To set the colors for the different
drive modes, select ‘Setup - Vehicle
Settings - Lights - Interior Mood
Lamp = Colors for the drive modes’

The color of the mood lamp turns
red when the vehicle speed exceeds
the speed limit in the speed control
section.

To set the color change function,
select ‘Setup - Vehicle Settings »
Lights - Interior Mood Lamp - Speed
limit warning)’
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Luggage compartment lamp

The lamp turns on when the tailgate is
opened.
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Headlamp and Parking lamp

When the light switch is ON, and all

the doors (and tailgate) are closed and
locked, the headlamp and Parking lamp
will turn on for approximately 15 seconds
if the door unlock button is pressed on
the smart key.

Select ‘Setup - Lights - Headlight Delay’
from the Settings menu to turn on this
function.

For detailed information, refer to the
separately supplied infotainment
system manual.

Interior lamp

When the interior lamp switch is in the
v position and all doors (and tailgate)
are closed and locked, the room lamp
will come on for 30 seconds if any of the
below is performed.

- When the door unlock button is
pressed on the smart key.

- When you touch the touch sensor on
the door handle while carrying the
smart key.

At this time, if you press the door lock
or unlock button on the smart key the
lamps will turn off immediately.
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HIGH BEAM ASSIST (HBA) (IF EQUIPPED)

ONE1051064

High Beam Assist will automatically
adjust the headlamp range (switches
between high beam and low beam)
depending on the brightness of detected
vehicles and certain road conditions.

Detecting sensor

e

s

[1] : front view camera

The front view camera is used as a
detecting sensor to detect ambient light
and brightness while driving.

Refer to the picture above for the

detailed location of the detecting sensor.

« Always keep the front view camera in
good condition to maintain optimal
performance of High Beam Assist.

« For more details on the precautions
of the front view camera, refer to
“Forward Collision-Avoidance Assist
(FCA)” section in chapter 7.

High Beam Assist Settings
Setting features

ONE1051248L

With the Start/Stop button in the ON
position, select ‘Lights -+ High Beam
Assist’ from the Settings menu to turn on
High Beam Assist and deselect to turn off
the function.

PN warNING

For your safety, change the Settings
after parking the vehicle at a safe
location.
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High Beam Assist Operation « When High Beam Assist is operating,
; high beam switches to low beam if
Display and control any of the following conditions occur:

- When the headlamp of an
oncoming vehicle is detected.

« After selecting ‘High Beam Assist’
in the Settings menu, High Beam
Assist will operate by following the

procedure below. - When the tail lamp of a vehicle in
- Place the headlamp switch in frontis detected.
the AUTO position and push - When the headlamp or tail lamp of a
the headlamp lever towards the motorcycle or a bicycle is detected.
instrument cluster. The High Beam - When the surrounding ambient light
Assist (3R indicator light will is bright enough that high beams
|IIum|nate_on t_he cluster and High are not required.
Beam A?S'St will be er?ab_led. - When streetlights or other lights are
- When High Beam Assist is enabled, detected.
high beam will turn on when vehicle
speed is above 25 mph (40 km/h). .
When vehicle speed is below 15 n Information
mph (25 km/h), high beam will not

The images or colors may be displayed
turn off. differently depending on the specifications
- The High Beam (@) indicator light of the instrument panel or theme.
will illuminate on the cluster when
high beam is on.

« When High Beam Assist is operating, if
the headlamp lever or switch is used,
High Beam Assist operates as follow:

- If the headlamp lever is pulled
towards you when the high beam
is off, the high beam will turn on
without High Beam Assist canceled.
When you let go of the headlamp
lever, the lever will move to the
middle and the high beam will turn
off.

- If the headlamp lever is pulled
towards you when the high beam is
on by High Beam Assist, low beam
will turn on and the function will
turn off.

- If the headlamp switch is placed
from AUTO to another position
(headlamp/position/off), High
Beam Assist will turn off and the
corresponding lamp will turn on.
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High Beam Assist Malfunction
and Limitations
High Beam Assist malfunction

Check High Beam Assist
{HEB!

OJKO50059L

When High Beam Assist is not working
properly, the ‘Check High Beam Assist
(HBA) system’ warning message

will appear and A\ warning light will
illuminate on the cluster. Have the
function inspected by an authorized
HYUNDAI dealer.

Limitations of High Beam Assist

High Beam Assist may not work properly
in the following situations:

« Light from an oncoming or front
vehicle is not detected because of
lamp damage, or because it is hidden
from sight, etc.

« Headlamp of an oncoming or front
vehicle is covered with dust, snow or
water.

« A front vehicle’s headlamps are off,
but the fog lamps are on, etc.

» Thereis alamp that has a similar
shape as a vehicle's lamp.

» Headlamps have been damaged or
not repaired properly.

» Headlamps are not aimed properly.
« Driving on a narrow curved road,
rough road, uphill or downhill.

« Vehicle in front is partially visible on a
crossroad or curved road.

» Thereis a traffic light, reflecting sign,
flashing sign or mirror ahead.

« There is a temporary reflector or flash
ahead (construction area).

« The road conditions are bad such as
being wet, iced or covered with snow.

« Avehicle suddenly appears from a
curve.

« The vehicle is tilted from a flat tire or
is being towed.

 Light from an oncoming or front
vehicle is not detected due to
obstacles in the air such as exhaust
fume, smoke, fog, snow, or water spay
or blizzard on the road, or fogging in
the lamp, etc.

ﬂ Information

For more details on the limitations of the
Front View Camera, refer to “Forward
Collision-Avoidance Assist (FCA)” section
in chapter 7.

PN warNING

« Attimes, High Beam Assist may not
work properly. High Beam Assist is
for your convenience only. It is the
responsibility of the driver for safe
driving practices and always check
the road conditions for your safety.

« When High Beam Assist does
not operate properly, change
the headlamp position manually
between high beam and low beam.
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WIPERS AND WASHERS

ONE1051070E

A. Wiper speed control
« MIST - Single wipe
» OFF - Off
« INT - Intermittent wipe
AUTO* - Auto control wipe
* LO - Low wiper speed
« HI - High wiper speed
B. Intermittent wipe time adjustment/
Auto control wipe time adjustment*

C. Wash with brief wipes

* 1 if equipped
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Front Windshield Wipers

Operates as follows when the Start/Stop

button is in the ON position.

MIST : For a single wiping cycle,
push the lever upward (or
downward) and release.

The wipers will operate
continuously if the lever is
held in this position.

OFF: Wiper is not in operation.

INT : Wiper operates intermittently
at the same wiping intervals.
To vary the speed setting, turn
the speed control knob (B).

AUTO : The rain sensor located on the
upper end of the windshield
glass senses the amount of
rainfall and controls the wiping
cycle for the proper interval.

The more it rains, the faster the
wiper operates. When the rain
stops, the wiper stops. To vary
the speed setting, turn the speed
control knob.

LO: The wiper runs at a lower speed.
HI: The wiper runs at a higher speed.

n Information

If there is heavy accumulation of snow

or ice on the windshield, defrost the
windshield for about 10 minutes, or until
the snow and/or ice is removed before
using the windshield wipers to ensure
proper operation.

If you do not remove the snow and/or ice
before using the wiper and washer, it may
damage the wiper and washer system.
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AUTO (Automatic) control

ONE1051072

The rain sensor located on the upper
end of the windshield glass senses
the amount of rainfall and controls the
wiping cycle for the proper interval.

The wiper operation time will be
automatically controlled depends on
rainfall.

When the rain stops, the wiper stops.

To vary the sensitivity setting, turn the
sensitivity control knob.

If the wiper switch is set in AUTO mode
when the Start/Stop button is in the ON
position, the wiper will operate once to
perform a self-check of the system. Set
the wiper to the OFF position when the
wiper is not in use.

PN warNING

To avoid personal injury from the
windshield wipers, when the vehicle
is running and the windshield wiper
switch is placed in the AUTO mode:

« Do not touch the upper end of the
windshield glass facing the rain
sensor.

« Do not wipe the upper end of the
windshield glass with a damp or wet
cloth.

» Do not put pressure on the
windshield glass.

«  When washing the vehicle, set the
wiper switch in the OFF position to
stop the auto wiper operation. The
wiper may operate and be damaged
if the switch is set in the AUTO mode
while washing the vehicle.

« Do not remove the sensor cover
located on the upper end of the
passenger side windshield glass.
Damage to system components
could occur and may not be covered
by your vehicle warranty.

- Because of using a photo sensor,
temporary malfunction could occur
according to sudden ambient light
change made by stone and dust
while driving.
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Front Windshield Washers

A
ONE1051073

In the OFF position, pull the lever gently
toward you to spray washer fluid on the
windshield and to run the wipers 1-3
cycles. The spray and wiper operation
will continue until you release the lever. If
the washer does not work, you may need
to add washer fluid to the washer fluid
reservoir.

Recirculating air when washer fluid
is used

When washer fluid is used, in order to
reduce any objectionable scent of the
washer fluid from entering the cabin,
recirculation mode and air conditioning
are automatically activated depending
on the outside temperature. If you

select fresh mode while the function is
operating, the function will resume after
a certain amount of time. It may not work
in some conditions such as cold weather
or vehicle OFF.

For more details, refer to “Climate
Control Additional Features” section in
this chapter.
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PN waRNING

When the outside temperature is below
freezing, ALWAYS warm the windshield
using the defroster to help prevent

the washer fluid from freezing on the
windshield and obscuring your vision
which could result in an accident and
serious injury or death.

« To prevent possible damage to the
washer pump, do not operate the
washer when the fluid reservoir is
empty.

« To prevent possible damage to the
wipers or windshield, do not operate
the wipers when the windshield is
dry.

» To prevent damage to the wiper
arms and other components, do
not attempt to move the wipers
manually.

« To prevent possible damage to the
wipers and washer system, use anti-
freezing washer fluids in the winter
season or cold weather.



AUTOMATIC CLIMATE CONTROL SYSTEM

H Climate control panel

B Infotainment System (Climate)

(oUTSIDE 7 °C

® @ 1 HEAT

:"OFF @ AUTO &7 ® AC @ SYNC

The actual shape may differ from the illustration.
ONE1051127L/ONE1051115L

1. Driver's temperature control 10. Rear windshield defroster

2. Passenger’s temperature control 1. Air intake control

3. Display the air flow direction 12. Driver only mode

4. View climate infotainment screen 13. A/C (air conditioning) ON/OFF
5. AUTO (automatic control) 14, Heating ON/OFF

6. Mode selection button 15. SYNC

7. Fan speed up 16. Ambient temperature display
8. Fan speed down / OFF 17. Seat warmer/air ventilation

9. Front windshield defroster infotainment screen

ﬂ Information

Use a clean soft microfiber cloth to gently wipe any finger prints off the touch screen.
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Climate Automatic Temperature Control
B Infotainment System Mode
H Type A

ONE1051249L
To view the climate information screen,
select Climate in the main infotainment OwypeB

screen when the vehicle is ON.
DRIVER
H Climate control panel ONLY

ART VENT

OFF

ONE1051116

[T i ZONE1051M118

Touch CLIMATE icon to view the climate
information in the infotainment screen.
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Level | AUTO | Climate s:é;: g
Indicator | Information level

3 HIGH 1~8

MEDIUM 1~6

LOW 1~4

1. Press AUTO icon or touch the AUTO
icon in the infotainment screen to
select the fan speed (level1~3)

2. Adjust the temperature with the
temperature control icon.

The fan speed level only can be changed
manually.

The following systems can be
respectively adjusted while the AUTO
climate control is On. When those
systems are adjusted, AUTO indicator
lights will turn off.

- Fan speed level
- A/C (Air condition)
- Mode selection
- Front windshield defroster (When
defroster is turned off, AUTO
indicator light will illuminate)
For your convenience and to improve the
efficiency of the climate control, use the
AUTO button and set the temperature to
22°C (72°F).
To change the temperature unit from °C
to °F or °F to °C:
Select ‘Setup - General Settings - Unit
- Temperature Unit - °C/°F’ from the
Settings menu in the infotainment
system screen.

n Information

Never place anything near the ambient
light/solar sensor to ensure better control
of the heating and cooling system.
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Manual Temperature Control

Mode

The heating and cooling system can

be controlled manually by selecting

functions other than AUTO. In this case,

the system works sequentially according
to the order of the functions selected.

When selecting any other functions

except AUTO while using automatic

operation, the functions not selected will
be controlled automatically.

1. Start the vehicle.

2. Set the mode to the desired position.
To improve the effectiveness of
heating and cooling, select the mode
according to the following:

- Heating: « A4
- Cooling: =4

3. Set the temperature control to the
desired value.

4. Set the air intake control to Fresh or
Recirculation mode.

5. Set the fan speed control to the
desired speed.

6. If air conditioning is desired, turn the
air conditioning system on.

7. Select AUTO to revert back to full
automatic control of the system.
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Mode selection
H Type A

OTpeB

ONE1051117

Air flow direction

Touch the air flow direction icon (1) or (2)
in the infotainment screen to select the
desired air flow direction. The selected
air flow direction will be displayed on the
infotainment screen.



B Left-hand drive

ONE1051104
Air flow direction

The mode selection Icon or button controls the direction of the air flow through the
ventilation system.

5-95



Convenience Features

- @ Face-Level (B, D, F)

Air flow is directed toward the upper
body and face. Additionally, each outlet
can be controlled to direct the air
discharged from the outlet.

—, @ Bi-Level (B, D, G, E, F)

N

Air flow is directed towards the face and
the floor.

® Floor-Level (A, C, D, E)
~

Most of the air flow is directed to the
floor, with a small amount of the air
being directed to the windshield and side
window defrosters.

® Floor/Defrost-Level

\IJ (A, C,D,E)

Most of the air flow is directed to the
floor and the windshield with a small
amount directed to the side window
defrosters.

@ Defroster-Level (A, D)

Most of the air flow is directed to the
windshield with a small amount of air
directed to the side window defrosters.
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Front windshield defroster

Defrost-level (A, D)

Press the icon, and the indicator light will
illuminate and the windshield defroster
indicator will appear on the climate
control panel.

Most of the air flow is directed to the
windshield with a small amount of air
directed to the side window defrosters.

When Defogging logic is enabled, Fresh
mode is selected and air conditioning
is selected according to outside
temperature.

If the icon is pressed again, the indicator
light will turn off and the previous
settings will be selected.



Instrument panel vents

ONE1051107

The instrument panel vent air flow can be
directed up/down or left/right using the
vent adjustment lever.

The air flow can also be CLOSED using
the vent adjustment lever.

Front seat

« Move the lever away horizontally
from the seat to close until the levers
click and lock. Slightly move the lever
toward the seating position to unlock
and open.

Rear seat

» Move the lever downward to close
the air flow. Move the lever upward to
open. the air flow.

Temper ature control
H Type A

H Type B

ONE1051118

Touch the /\ or \/ icon to select the
temperature.

The temperature can be increased or
decreased by increments of 0.5°C (1°F)
for each incremental location. When set
to the lowest temperature setting, the air
conditioning will operate continuously
to quickly cool the interior of the vehicle
initially. After interior temperature has
been cooled down sufficiently, select
AUTO and set the temperature to 22 °C
(72 °F).
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SYNC

i HEAT

ONE1051120
Adjusting the temperature and air flow
direction equally
Press SYNC (indicator light ON), the
passenger’s temperature and air flow

direction will be adjusted same as the
driver’s control.

Adjusting the temperature and air flow
direction individually
Press SYNC (indicator light OFF), all seats

temperature and air flow direction will be
adjusted individually.
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Air intake control

ONE1051126f

Air intake control is used to select either
Fresh mode (outside air) or Recirculation
mode (cabin air).

Recirculation mode

When Recirculation mode

is selected, air from the
passenger compartment will
be recirculated through the
system and heated or cooled
according to the function
selected.

Fresh mode

When Fresh mode is selected,
air enters the vehicle from
outside and is heated or
cooled according to the
function selected.



ﬂ Information

Operating the system primarily in Fresh
mode is recommended. Use Recirculation
mode temporarily only when needed.
Prolonged operation of the heater in
Recirculation mode and without the air
conditioning ON can cause fogging of the
windshield. In addition, prolonged use of
the air conditioning ON in Recirculation
mode may result in excessively dry,
dehumidified air in the cabin and may
promote formation of musty vent odor due
to stagnant air.

PN waRNING

« Continued use of the climate control
system operation in Recirculation
mode for a prolonged period of
time may cause drowsiness to the
occupants in the cabin. This may lead
to loss of vehicle control which may
lead to an accident.

« Continued use of the climate control
system operation in Recirculation
mode with the air conditioning OFF
may allow humidity to increase
inside the cabin. This may cause
condensation to accumulate on the
windshield and obscure visibility.

« Do notsleep in your vehicle or
remain parked in your vehicle with
the windows up and either the
heater or the air conditioning ON for
prolonged periods of time. Doing so
may increase the levels of carbon
dioxide in the cabin which may lead
to serious injury or death.

Fan speed control
W Type A

H Type B

DRIVER
* ONLY

ONE105M121

The fan speed can be set to the desired
speed by adjusting the & icon in the
climate control panel.

More air is delivered with higher fan
speeds.

Pressing the OFF icon or button turns off
the fan.

You can check the fan speed and auto
air circulation mode in the climate
information screen icon (1) in the
infotainment system.

n Information

To help improve microphone voice input
sound, fan speed may automatically slow
down for a couple of minutes when you
activate voice recognition or hands free.

Operating the fan when the Start/Stop
button is in the OFF position could cause
the battery to discharge. Operate the fan
when the vehicle is running.
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Driver only

ONE1051122

If you touch the DRIVER ONLY icon

(98 "D and the indicator light
illuminates in the infotainment climate
control screen, cold air mostly blows
in the driver’s seat. However, some

of the cold air may come out of other
seating position ducts to keep indoor air
pleasant.

If you use the icon with no passenger
in the front passenger seat, energy
consumption will be reduced.

DRIVER ONLY icon will be turned off
under the following conditions:

1) Defrost on
2) DRIVER ONLY button re-touch
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Air conditioning

ONE1051123

Touch the CLIMATE icon in the climate
control panel. The climate information
screen will appear on the infotainment
screen. Touch the A/Cicon in the
infotainment screen to turn the air
conditioning on (indicator light ON) and
off.



HEAT icon

ONE1051124

Touch CLIMATE icon in the climate
control panel. The climate information
screen will appear on the infotainment
screen. Touch the HEAT icon in the
infotainment screen to turn the heater on
(indicator light will illuminate).

Touch the button again to turn the heater
off.

The air conditioner and heater uses
energy from the battery. If you use the
heater or air conditioner for too long,
distance to empty can be reduced due to
too much power consumption.

Turn off the heater and air conditioner if
you do not need them.

OFF mode

ONE1051110

Touch the OFF icon to turn the climate
control system off. You can still operate
mode selection and air intake control as
long as the Start/Stop button is in the ON
position.
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System Operation
Cooling / Ventilation

1.

Select the Face Level (-4) mode in the
infotainment screen.

2. Set the air intake control to fresh or
recirculation mode.

3. Set the temperature to the desired
position.

4. Set the fan speed to the desired
speed.

Heating

1. Select the Floor Level (<. 4) mode in
the infotainment screen.

2. Set the air intake control to fresh or
recirculation mode.

3. Set the temperature to the desired
position.

4. Set the fan speed to the desired
speed.

5. If desired, turn the air conditioning ON

with the temperature set high in order
to dehumidify the air before it enters
into the cabin.

If the windshield fogs up, select the Front
Defrost (4%7) mode.

Operation Tips

To keep dust or unpleasant fumes
from entering the vehicle through the
ventilation system, temporarily set the
air intake control to the recirculation
mode. Return the control to the
Recirculation mode to the Fresh mode
when the unpleasant air outside has
diminished. This will help keep the
driver alert and comfortable.

To help prevent the inside of the
windshield from fogging, set the air
intake control to fresh mode and the
fan speed to the desired position, turn
on the air conditioning system, and
adjust the temperature control to the
desired temperature.
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Air conditioning

Your HYUNDAI Vehicle air conditioning
system is filled with R-1234yf refrigerant.

1.

Touch the [CLIMATE] icon to display
climate information the infotainment
screen.

. Select A/C icon (indicator light ON)

in the climate information screen to
activate the air-condition.

3. Set the temperature low.

4.

5.

Set the direction of air flow by
touching the mode selection icon.
Touch the HEAT icon (indicator light
OFF) to turn on the air-condition.

When maximum cooling is desired, set
the temperature to the lowest position,
then set the fan speed control to the
highest setting.

Air conditioning system operation tips

If the vehicle has been parked in
direct sunlight during hot weather,
open the windows for a short time
to let the hot air inside the vehicle
escape.

After sufficient cooling has been
achieved, switch back from
recirculation mode to fresh mode.

To help reduce moisture inside of

the windows on rainy or humid

days, decrease the humidity inside
the vehicle by operating the air
conditioning system with the windows
and vision roof closed.

Use the air conditioning system
every month only for a few minutes
to ensure maximum system
performance.

If you operate air conditioner
excessively, the difference between
the temperature of the outside air and
that of the windshield could cause

the outer surface of the windshield to
fog up, causing loss of visibility. In this
case, set the mode selection to the =4
position and fan speed control to the
lowest speed.
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System Maintenance
Cabin air filter

OHI048581L

[A] : Outside air, [B] : Recirculated air
[C] : Cabin air filter, [D] : Blower
[E] : Evaporator core, [F] : PTC & Inner condenser

The cabin air filter is installed behind the
front trunk. It filters the dust or other

pollutants that enter the vehicle through
the heating and air conditioning system.

Have the cabin air filter replaced by an
authorized HYUNDAI dealer according to
the maintenance schedule. If the vehicle
is being driven in severe conditions such
as dusty or rough roads, more frequent
cabin air filter inspections and changes
are required.

If the air flow rate suddenly decreases,
have the system inspected at an
authorized HYUNDAI dealer.

Checking the amount of air
conditioner refrigerant and
compressor lubricant

When the amount of refrigerant is low,
the performance of the air conditioning
is reduced. Overfilling also reduces the
performance of the air conditixoning
system.

Therefore, if abnormal operation is
found, have the system inspected by an
authorized HYUNDAI dealer.

It is important that the correct type and
amount of oil and refrigerant is used.
Otherwise, damage to the compressor
and abnormal system operation may
occur. To prevent damage, the air
conditioning system in your vehicle
should only be serviced by trained and
certified technicians.

The refrigerant system should only
be serviced by trained and certified
technicians to insure proper and safe
operation.

The refrigerant system should be
serviced in a well-ventilated place.

The air conditioning evaporator (cooling
coil) shall never be repaired or replaced
with one removed from a used or
salvaged vehicle and new replacement
MAC evaporators shall be certified

(and labeled) as meeting SAE Standard
J2842.
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PN waRrNING
Vehicles equipped with R-1234yf

i Since the refrigerant is

mildly flammable and
operated at high pressure,
=== the air conditioning system
o should only be serviced
by trained and certified
m technicians. It is important
that the correct type and
amount of oil and refrigerant
are used.
All refrigerants should be reclaimed
with proper equipment.
Venting refrigerants directly to the
atmosphere is harmful to individuals
and environment. Failure to heed these
warnings can lead to serious injuries.
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Air Conditioning refrigerant label

(if equipped)

You can find out which air conditioning
refrigerant is applied to your vehicle on
the label located inside of the hood.

B Example

Cxxxg

m R-1234yf
POE SAE JA30 J2842 2845 @

OHYKO059002

Each symbol and specification on the
air conditioning refrigerant label is
represented as below:

Classification of refrigerant
. Amount of refrigerant
. Classification of compressor lubricant
. Caution
. Flammable refrigerant

. To require registered technician to
service air conditioning system

o b~ W N~
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WINDSHIELD DEFROSTING AND DEFOGGING

PN waRrNING
Windshield heating

Do not use the {7 position during
cooling operation in extremely humid
weather. The difference between the
temperature of the outside air and that
of the windshield could cause the outer
surface of the windshield to fog up,
causing loss of visibility could cause

an accident resulting in serious injury
or death. In this case, set the mode
selection to the 4 position and fan
speed control to a lower speed.

« For maximum defrost performance,
set the temperature control to the
highest temperature setting and
the fan speed control to the highest
setting.

- If warm air to the floor is desired while

defrosting or defogging, set the mode
to the floor-defrost position.

» Before driving, clear all snow and ice
from the windshield, rear window,
side view mirrors, and all side
windows.

» Clearall snow and ice from the
hood and air inlet in the cowl grill
to improve heater and defroster
efficiency and to reduce the
probability of fogging up the inside of
the windshield.

To Defog Inside Windshield

* -
4

' ONE1051112

Select the desired fan speed.
Select the desired temperature.
. Touch the defroster icon. (1)).

. When the defogging logic is enabled,
Fresh mode is selected and air
conditioning is selected according to
outside temperature.

Check to make sure the air intake control
is in Fresh mode. If the air intake control
indicator light is illuminated, touch

the icon once to enable Fresh mode
(indicator light OFF).

If the B position is selected, the fan
speed is automatically increased.

AwnN 2

5-105



Convenience Features

To Defrost Outside Windshield

' ONE1052113

1. Set the fan speed to the highest
position.

2. Set the temperature to the extreme
hot position.

3. Touch the defroster icon. (4#)).

4. When Defogging logic is enabled,
Fresh mode is selected and air
conditioning is selected according to
outside temperature.

Check to make sure the air intake control
is in Fresh mode. If the air intake control
indicator light is illuminated, touch

the icon once to enable Fresh mode
(indicator light OFF).

If the U#7 position is selected, lower fan
speed is adjusted to a higher fan speed.
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Defogging Logic

To reduce the probability of fogging

up the inside of the windshield, the air
intake or air conditioning are controlled
automatically according to certain
conditions such as 47 positions. To
cancel or reset the defogging logic, do
the following.

1. Press the Start/Stop button to the ON
position.

2. Touch the defroster icon (&%) or (¥4).

3. While touching the A/C icon, touch
the air intake control icon at least 5
times within 3 seconds.

The air intake control indicator will blink
3 times to indicate that the defogging
logic has been disabled. Repeat the steps
again to re-enable the defogging logic.

The air intake control indicator will blink
6 times to indicate that the defogging
logic has been enabled.

If the battery has been discharged or
disconnected, it resets to the defog logic
status.
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Rear Window Defroster n Information
If there is heavy accumulation of snow

NOTICE on the rear wm}:iow, brush it off before
To prevent damage to the rear window operating the rear defroster.
defroster conducting elements bonded « The rear window defroster
to the inside surface of the rear window, automatically turns off after

never use sharp instruments or window approximately 20 minutes or when
cleaners containing abrasives to clean the Start/Stop button is in the OFF
the window. position.

Side view mirror defroster

If your vehicle is equipped with the
rearview mirror defrosters, they will
operate at the same time you turn on the
rear window defroster.

(ONE1051114}

The defroster heats the window to
remove frost, fog and thin ice from the
interior and exterior of the rear window,
while the vehicle is running.

« To activate the rear window defroster,
touch the rear window icon located
in the center control panel. The
indicator on the rear window defroster
illuminates when the defroster is on.

» To turn off the defroster, touch the
rear window defroster button again.
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Convenience Features

CLIMATE CONTROL ADDITIONAL FEATURES

A/C Automatic Drying

(if equipped)

A/C Automatic Drying feature dries

the moisture in the air conditioner and
reduces air conditioner odor. The blower
motor automatically operates after 30
minutes the vehicle is turned off.

Turning A/C Automatic Drying On or
off

The A/C Automatic Drying feature can
be turned on and off by selecting ‘Setup
- Vehicle Settings -» Climate -» Climate
Features » A/C Automatic Drying’ from
the infotainment system. See additional
information in supplied Infotainment
Manual.

If the operating condition is satisfied
after setting the feature, the operating
condition is displayed on the
infotainment system screen and the
blower motor automatically operates.

When the A/C Automatic Drying feature
is activated, the air conditioner sets the
fan speed to the third level, selects Fresh
mode, and directs the air flow to the
floor.
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Operating conditions

The A/C Automatic Drying feature

operates under the following conditions:

» The vehicle is turned off after
operating the air conditioner for a
certain period

» The 12-volt battery level is sufficient

« The outside temperature is above a
certain level

Non-operating conditions

The A/C Automatic Drying feature stops
operating under the following conditions:

- The A/C Automatic Drying feature has
operated for 3 minutes

- The Start/Stop button is pressed, or
the vehicle is on

- The climate control system is
operated remotely

ﬂ Information

e The A/C Automatic Drying feature
reduces air conditioner odors but may
not remove all odors.

* The A/C Automatic Drying feature does
not operate if the remaining battery
level is insufficient to prevent battery
discharge.
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Auto Defogging System

©ONE1051072

Auto defogging helps reduce the
possibility of fogging up the inside of the
windshield by automatically sensing the
moisture on inside the windshield.

ﬂ Information

The auto defogging system may not
operate normally, when the outside
temperature is below -10 °C (14 °F).

When the Auto Defogging
System operates, the indicator
AUTO will illuminate.

If a high amount of humidity is detected
in the vehicle, the Auto Defogging
System will be enabled. The following
steps will be performed automatically:
Step 1) Air conditioning will turn ON.
Step 2) Air intake control will change to
Fresh mode.
Step 3) Mode will change to defrost to
direct airflow to the windshield.
Step 4) Fan speed will be set to MAX.

If the air conditioning is off or
recirculation mode is manually selected
while Auto Defogging System is ON, the
Auto Defogging System will be canceled.

Turning the Auto Defogging System
ON or OFF

Climate control system

Touch the front windshield defroster
icon for 3 seconds when the Start/Stop
button is in the ON position. When the
Auto Defogging System is turned off, the
ADS OFF symbol will blink 3 times and
ADS OFF will be displayed on the climate
control information screen.

When the Auto Defogging System is
turned on, the ADS OFF symbol will blink
6 times without a signal.

Infotainment system

Auto Defogging System can be turned
on and off by selecting ‘Setup =»
Vehicle Settings » Climate » Defog/
Defrost Options » Auto Defog’ from the
infotainment system screen.

For detailed information, refer to the
separately supplied infotainment
system manual.

ﬂ Information

‘When the air conditioning is turned
on by Auto Defogging System, if you
try to turn off the air conditioning, the
indicator will blink 3 times and the air
conditioning will not be turned off.

* To maintain the effectiveness and
efficiency of the Auto Defogging
System, do not select Recirculation
mode while the system is operating.

* When Auto Defogging System is
operating, fan speed adjustment,
temperature adjustment, and air intake
control selection are all disabled.

Do not remove the sensor cover located
on the upper end of the windshield
glass.

Damage to system parts could occur
and may not be covered by your vehicle
warranty.
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Auto Dehumidify (if equipped)

To increase cabin air quality and reduce
windshield misting, recirculation mode
switches off automatically after about
5 minutes, depending on the outside
temperature, and the air intake will
change to fresh mode.

Turning Auto Dehumidify ON or OFF
Climate control system

To turn the Auto Dehumidify feature on
or off, select Face level (74) mode and
touch the air intake control icon (&)
at least five times within three seconds.
When Auto Dehumidify is turned on,
the air intake control button indicator
will blink 6 times. When turned off, the
indicator will blink 3 times.

Infotainment system

Auto Dehumidify can be turned on and
off by selecting ‘Setup - Vehicle Settings
- Climate » Automatic Ventilation »
Auto Dehumidify’ from the infotainment
system screen.

n Information

If the battery (12V) is discharged or
disconnected, Auto dehumidify settings
will be reset. Readjust the settings to
turning Auto dehumidify option ON or
OFF.

For detailed information, refer to the
separately supplied infotainment system
manual.
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Recirculating Air When Washer
Fluid Is Used

Recirculation mode automatically
activates to reduce any objectionable
scent of the washer fluid from entering
the cabin when the windshield washer is
used.

Turning Activate upon Washer Fluid
Use ON or OFF

Activate upon Washer Fluid Use can be
turned on and off by selecting ‘Setup »
Vehicle Settings - Climate - Recirculate
Air - Activate upon Washer Fluid Use
(or Interlocking washer fluid)’ from the
infotainment system screen.

For detailed information, refer to the

separately supplied infotainment
system manual.
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Auto. Controls That Use Climate
Control Settings (for driver’s
seat)

The temperature of the driver’s seat
warmer, air ventilated seat and heated
steering wheel is automatically
controlled depending on the inside and
outside temperature of the vehicle when
the vehicle is running.

To use these features, it must be
enabled from the Settings menu in the
infotainment system screen. Select:

- Setup = Vehicle Settings » Seat »
Heated/Ventilated Features > Heated/
Ventilated Features » Auto. Controls
That Use Climate Control Settings

For more details on Auto Comfort
Control, refer to “Seat Warmers” and
“Air ventilation seats” section in chapter
3 and “Heated Steering Wheel” section
in this chapter.

Smart ventilation

The smart ventilation system maintains
pleasant/fresh air condition inside

the passenger compartment by
automatically detecting/controlling
the temperature and humidity, when
you drive the vehicle with the climate
control system in the OFF position.
When the smart ventilation system
starts to operate, the message “SMART
VENTILATION ON" appears for 5
seconds.

- The smart ventilation system stops
operating, when the BLOWER DOWN
OFF button of the climate control
system is selected.

- The smart ventilation system stops
operating, when any button of the
climate control system is selected for
operation.

- The smart ventilation system may not
operate, when the vehicle is driven at
low speed.
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Convenience Features

STORAGE COMPARTMENT
PN waRrNING

Never store cigarette lighters, propane
cylinders, or other flammable/explosive
materials in the vehicle. These items
may catch fire and/or explode if the
vehicle is exposed to hot temperatures
for extended periods.

PN warNING

ALWAYS keep the storage compartment
covers closed securely while driving.
Items inside your vehicle are moving as
fast as the vehicle. If you have to stop
or turn quickly, or if there is a crash, the
items may fly out of the compartment
and may cause an injury if they strike
the driver or a passenger.

To avoid possible theft, do not leave
valuables in the storage compartments.
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Center Console Storage
Console Box

To open:
Grab and hold the latch on the arm rest
then lift the lid.

« This space provides objects storing
compartment.

Console Storage

ONET1051209

This space provides object storing
compartment.



Sliding console (if equipped)

To slide the console (2) forward/
backward, pressing the handle (1) and
pull or push the console to the desired
position.

Check if the console box makes a ‘click’
sound, after moving the center console
box.

Use of excessive force to the console
box may damage the sliding rail or the
control lever.

Glove Box

To open:
Pull the lever (1).

PN warNING
ALWAYS close the glove box door after
use.

An open glove box door can cause
serious injury to the passenger in an
accident, even if the passenger is
wearing a seat belt.

Use of excessive force to the glove box
may damage the sliding rail or the lever.
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Convenience Features

INTERIOR FEATURES

Cup Holder BWARNING

W Front - Avoid abrupt starting and braking

I when the cup holder is in use to
prevent spilling your drink. If hot
liquid spills, you could be burned.
Such a burn to the driver could cause
loss of vehicle control resulting in an
accident.

- Do not place uncovered or unsecured
cups, bottles, cans, etc., in the cup
holder containing hot liquid while
the vehicle is in motion. Injuries may
result in the event of a sudden stop
or collision.

« Only use soft cups in the cup holders.
Hard objects can injure you in an
accident.

B Rear

PN waRNING

Keep cans or bottles out of direct sun
light and do not put them in a hot
vehicle. It may explode.

ONE1051077N

Cups or small beverages cups may be NOTICE

placed in the cup holders. « Keep your drinks sealed while

driving to prevent spilling your drink.
If liquid spills, it may get into the
vehicle’s electrical/electronic system
and damage electrical/electronic
parts.

»  When cleaning spilled liquids do not
use hot air to blow out or dry the cup
holder. This may damage the interior.
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Sunvisor

0OHI048444

To use the sunvisor, pull it downward.

To use the sunvisor to block the sun
from the side window, pull it downward,
release it from the bracket (1) and swing
it to the side (2) towards the window.

To use the vanity mirror, pull down the
sunvisor and slide the mirror cover (3).

Adjust the sunvisor forward or backward
(4) as needed (if equipped). Use the
ticket holder (5) to hold tickets.

Close the vanity mirror cover securely
and return the sunvisor to its original
position after use.

PN wARNING

For your safety, do not block your view
when using the sunvisor.

« The tab (5) adjacent to the vanity
mirror on the sunvisor can be used
for toll road tickets or self parking
tickets. Use caution when inserting
tickets into the ticket holder to avoid
damage. Refrain from putting several
tickets in the ticket holder as this
could also damage the retaining tab.

« Always have the switch in the off
position when the vanity mirror
lamp is not in use. If the sunvisor is
closed without the lamp off, it may
discharge the battery or damage the
sunvisor.

Power Outlet
O

- ONE1051279N"
The power outlet is designed to provide
power for mobile telephones or other
devices designed to operate with vehicle
electrical systems. The devices should
draw less than 180 watts with the vehicle
running.
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PN waRrNING

Avoid electrical shocks. Do not place
your fingers or foreign objects (pin, etc.)
into a power outlet or touch the power
outlet with a wet hand.

To prevent damage to the power
outlets:

« Use the power outlet only when the
vehicle is running and remove the
accessory plug after use. Using the
accessory plug for prolonged periods
of time with the vehicle off could
cause the battery to discharge.

« Only use 12 volts electric accessories
which are less than 180 watts in
electric capacity.

« Adjust the air-conditioner or heater
to the lowest operating level when
using the power outlet.

« Close the cover when notin use.

« Some electronic devices can
cause electronic interference
when plugged into a vehicle’s
power outlet. These devices may
cause excessive audio static and
malfunctions in other electronic
systems or devices used in your
vehicle.

« Push the plug in as far as it will go. If
good contact is not made, the plug
may overheat and the fuse may open.

« Plugin battery equipped electrical/
electronic devices with reverse
current protection. The current
from the battery may flow into the
vehicle’s electrical/electronic system
and cause system malfunction.
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USB Charger (if equipped)

©ONE1051081

The USB charger is designed to recharge
batteries of small size electrical devices
using a USB cable.

The electrical devices can be recharged
when the Start/Stop button is in the ON
or START position.

The battery charging state may be
monitored on the electrical device.

Disconnect the USB cable from the USB
port after use.
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« A smart phone or a tablet PC may
get warmer during the re-charging
process. It does not indicate any

malfunction with the charging system.

« A smart phone or a tablet PC, which
adopts a different re-charging
method, may not be properly re-
charged. In this case, use an exclusive
charger of your device.

« The charging terminal is only to
recharge a device. Do not use the
charging terminal either to turn ON
an audio or to play media In the
infotainment system.

« Use the USB charger when the
vehicle is running. Using the USB
charger for prolonged periods of
time with the vehicle off could cause
the battery to discharge.

« To prevent damage to the USB
charger:

- Do notinsert foreign objects or
spill liquid into the outlet. The
USB charging terminal may be
damaged.

- Do not use devices with current
consumption exceeding 2,100 mA
(2.1A).

Wireless Smart Phone Charging
System (if equipped)

Y

111
[A] : Indicator light, [B] : Charging pad

ONE1051082:

On certain models, the vehicle comes
equipped with a wireless smart phone
charger.

The system is available when all doors
are closed, and when the Start/Stop
button is in the ON or START position.
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Charging smart phone

The wireless smart phone charging
system charges only the Qi-enabled
smart phones (Q). Read the label on
the smart phone accessory cover or
visit your smart phone manufacturer’s
website to check whether your smart
phone supports the Qi technology.

The wireless charging process starts
when you put a Qi-enabled smart phone
on the wireless charging unit.

1. Remove other items, including the
smart key, from the wireless charging
unit. If not, the wireless charging
process may be interrupted. Place
the smart phone on the center of the
charging pad.

2. The indicator light is orange when the
smart phone is charging. The indicator
light will turn blue when phone
charging is complete.

3. You can turn ON or OFF the wireless
charging function from the Settings
menu in the infotainment system
screen. Select:

- Setup - Vehicle » Convenience »
Wireless Charging

For detailed information, refer to the

separately supplied infotainment

system manual.

If your smart phone is not charging:

- Slightly change the position of the
smart phone on the charging pad.

- Make sure the indicator light is
orange.
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The indicator light will blink orange for 10
seconds if there is a malfunction in the
wireless charging system.

In this case, temporarily stop the
charging process, and re-attempt to
charge your smart phone again.

The system warns you with a message on
the LCD display if the smart phone is still
on the wireless charging unit after the
vehicle is turned OFF and the front door
is opened.

For some manufacturer’'s smart phones,
the system may not warn you even
though the smart phone is left on the
wireless charging unit. This is due to the
particular characteristic of the smart
phone and not a malfunction of the
wireless charging.

» The wireless smart phone charging
system may not support certain
smart phones, which are not verified
for the Qi specification (Q).

»  When placing your smart phone on
the charging pad, position the phone
in the middle of the mat for optimal
charging performance. If your smart
phone is off to the side, the charging
rate may be less and in some cases
the smart phone may experience
higher heat conduction.

« In some cases, the wireless charging
may stop temporarily when the
smart key is used, either when
starting the vehicle or locking/
unlocking the doors, etc.
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When charging certain smart
phones, the charging indicator may
not change to blue when the smart
phone is fully charged.

The wireless charging process may
temporarily stop, when temperature
abnormally increases inside the
wireless smart phone charging
system. The wireless charging
process restarts, when temperature
falls to a certain level.

The wireless charging process may
temporarily stop when there is

any metallic item, such as a coin,
between the wireless smart phone
charging system and smart phone.

When charging some smart phones
with a self-protection feature,

the wireless charging speed may
decrease and the wireless charging
may stop.

If the smart phone has a thick cover,
the wireless charging may not be
possible.

If the smart phone is not completely
contacting the charging pad,
wireless charging may not operate
properly.

Some magnetic items like credit

cards, phone cards or rail tickets may

be damaged if left with the smart
phone during the charging process.

When any smart phone without
a wireless charging function or a
metallic object is placed on the
charging pad, a small noise may

sound. This small sound is due to the

vehicle discerning compatibility of
the object placed on the charging

pad. It does not affect your vehicle or

the smart phone in any way.

ﬂ Information

If the Start/Stop button is in the OFF
position, the charging also stops.

ﬂ Information

This device complies with Industry
Canada RSS-210 standard.

Operation is subject to the following three
conditions:

1. This device may not cause harmful
interference.

2. This device must accept any
interference received, including
interference that may cause undesired
operation.

3. Changes or modifications not expressly
approved by the party responsible
for compliance could void the user’s
authority to operate the device
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Cluster Fascia Side Panel

ONE1051246!

The cluster fascia side panel is a pad to
attach light items such as parking tickets,
receipts, etc., using its magnetic surface.

Do not attach heavy items such as
cellular phones. Dropping while driving,
the items can be damaged.

PN waRrNING

Do not attach the cellular phones and
heavy or sharp items to the cluster
fascia side panel for safety reason.

This could result in loss of control, and
an accident causing death, serious
injury, or property damage.
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Vehicle to Load (V2L)
(if equipped)

ONE1051084N

V2L(Vehicle to Load) is installed at the
central rear seat. V2L is a convenient
feature which provides enough
electricity to use diverse household
electrical appliances in the vehicle.

V2L is installed at the central rear seat
bottom.

For more details, refer to “Vehicle to
load(V2L)” section in chapter 1.

Clock

The clock can be set from the
infotainment system.

For detailed information, refer to the
separately supplied infotainment
system manual.

PN warNING

Do not attempt to adjust the clock
while driving. Doing so may resultin
distracted driving which may lead to
an accident involving personal injury or
death.
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Coat Hook

ONE1051085!

These hooks are not designed to hold
large or heavy items.

PN wARNING

ONE1051086

Do not hang other objects such
as hangers or hard objects except
clothes. Also, do not put heavy, sharp
or breakable objects in the clothes
pockets. In an accident or when the
curtain air bag is inflated, it may cause
vehicle damage or personal injury.

Floor Mat Anchor(s)

ALWAYS use the Floor Mat Anchors to
attach the front floor mats to the vehicle.
The anchors on the front floor carpet
keep the floor mats from sliding forward.

PN warNING

Do not overlay additional mats or liners
over the floor mats. If using All Weather
mats, remove the carpeted floor mats
before installing them. Only use floor
mats designed to connect to the
anchors.

PN waRNING

The following must be observed when
installing ANY floor mat to the vehicle.

» Ensure to remove a protective
film attached on the carpet
before attaching a floor mat on
the front floor carpet. Otherwise,
the floor mat may move freely on
the protective film and it could
result in unintentional braking or
accelerating.

« Ensure that the floor mats are
securely attached to the vehicle’s
floor mat anchor(s) before driving
the vehicle.

« Do not use ANY floor mat that cannot
be firmly attached to the vehicle’s
floor mat anchors.

« Do not stack floor mats on top of one
another (for example, all-weather
rubber mat on top of a carpeted floor
mat). Only a single floor mat should
be installed in each position.

IMPORTANT Your vehicle was
manufactured with driver’s side

floor mat anchors that are designed

to securely hold the floor matin

place. To avoid any interference with
pedal operation, HYUNDAI Vehicle
recommends that the HYUNDAI floor
mat designed for use in your vehicle be
installed.
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|

Rear Side Window Sunshades
(if equipped)
Use the rear side window sunshade to

block external light coming through the
rear window glass.

©ONE1051087

1. Lift the sunshade by the handle (1).

2. Hang the sunshade on both sides of
the hook (2). If the sunshade is hung
on one side of the hook, the sunshade
may be wrinkled.

- Do not hang any other object except
the rear side window sunshade on
the hooks.

- If you pull the rear side window
sunshade or apply force to return
the sunshade to its original position
after use, you may find the sunshade
wrinkled or out of shape. To lower
the sunshade, be sure to put the
handle downward and slowly return
the sunshade to its original position.

« Sunshades may not work properly if
foreign objects (coins, toys, cookies,
etc.) are stuck in the door. Be careful
that the foreign objects do not get
into the door.
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Luggage Net Holder

(if equipped)
_ -y -
N

ONET051280N "
To keep items from shifting in the
luggage compartment, you can use the 4
holders located in the luggage board to
attach the luggage net.

Make sure the luggage net is securely
attached to the holders in the luggage
board.

If necessary, contact your authorized
HYUNDAI dealer to obtain a luggage net.

PN waRNING

Avoid eye injury. DO NOT overstretch
the luggage net. ALWAYS keep your
face and body out of the luggage net’s
recoil path. DO NOT use the luggage net
when the strap has visible signs of wear
or damage.

Use the luggage net to keep only light
items from shifting in the luggage
compartment.
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Cargo Security Screen
(if equipped)

-:-_-"'"-ET—'
b ~ ONE1051239L"
Use the cargo security screen to cover
items stored in the cargo area.

Using the cargo security screen

‘. i-'-
1. Pull the cargo security screen towards
the rear of the vehicle by the handle

m.
2. Insert the guide pin (2) into the guide
3).

e
“ONE1051240L"

ﬂ Information

Pull out the cargo security screen with the
handle in the center to prevent the guide
pin from falling out of the guide.

‘When the cargo security screen is not in
use:

1. Pull the cargo security screen
rearward and down to release it from
the guides.

2. The cargo security screen will
automatically slide back in.

n Information

The cargo security screen may not
automatically slide back in if the cargo
security screen is not fully pulled out. Pull
the cargo screen out all the way and then
slowly allow the screen to retract back in.
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]

NOTICE Removing the cargo security screen

« Since the cargo security screen may
be damaged or malformed, do not
put luggage on it when it is used.

« The cargo security screen and rear
seat may be damaged when the
rear seat slides forward/rearward or
when the rear seatback is reclined.

- Note that if you release the handle
while pulling the luggage screen
handle all the way, the screen may
wind up quickly and be damaged.

1. Push one side of the cargo screen
B WARNING inward to compress the spring and
« Do not place objects on the cargo release the screen from the vehicle.
security screen. Such objects may be 2. While the spring is compressed, pull
thrown about inside the vehicle and out the cargo security screen.

possibly injure vehicle occupants
during an accident or when braking.

- Never allow anyone to ride in the
luggage compartment. It is designed
for luggage only.

« Maintain the balance of the vehicle
and locate the weight as forward as
possible.
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INFOTAINMENT SYSTEM

- If you install an aftermarket HID
head lamp, your vehicle’s audio and
electronic devices may not function
properly.

« Prevent chemicals such as perfume,
cosmetic oil, sun cream, hand
cleaner, and air freshener from
contacting the interior parts
because they may cause damage or
discoloration.

USB Port

ONE1051092

You can use an USB cable to connect
audio devices to the vehicle USB port.

ﬂ Information

When using a portable audio device
connected to the power outlet, noise may
occur during playback. If this happens,
use the portable audio device’s power
source.

Antenna

A

The shark fin antenna will receive AM,
FM broadcast signals and transmit data.

ONE1051089K:

Steering Wheel Remote Controls

ONE1051090

Do not operate multiple audio remote
control buttons simultaneously.
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VOLUME (VOL + / VOL -) (1)

« Rotate the VOLUME scroll up to
increase volume.

* Rotate the VOLUME scroll down to
decrease volume.

SEEK/PRESET (/\/\/) (2)

If the SEEK/PRESET switch is pressed up
or down and held for 0.8 second or more,
it will function in the following modes:

¢ RADIO mode

It will function as the AUTO SEEK
select button. It will SEEK until you
release the button.

« MEDIA mode
It will function as the FF/RW button.

If the SEEK/PRESET switch is pressed up
or down, it will function in the following
modes:

¢« RADIO mode

It will function as the PRESET STATION
UP/DOWN button.

« MEDIA mode

It will function as the TRACK UP/
DOWN button.
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MODE (3)

Press the MODE button to toggle
through Radio or AUX modes.

MUTE (W9 ) (4)

+ Press the MUTE(1¢ )button to mute or
activate the sound.

For detailed information, refer to the
separately supplied infotainment
system manual.

Infotainment System

@NI‘IOS‘I@QJ
For detailed information, refer to the
separately supplied infotainment
system manual.
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Voice Recognition Bluetooth® Wireless Technology

ONE1051095 ONE1051093
For detailed information, refer to the

separately supplied infotainment
system manual.

ONE1051094
(1) Call / Answer / Call end button
(2) Microphone

For detailed information, refer to the
separately supplied infotainment
system manual.

VN caution

To avoid driver distractions, do not
excessively operate the device while
driving the vehicle which may lead to
an accident.
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